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Safety Instructions

Always read the safety instructions carefully.

Keep this Quick Start Guide for future reference.

Keep this equipment away from humidity.

If any of the following situation arises, get the equipment checked by a

service technician:

* The equipment has been exposed to moisture.

« The equipment has been dropped and damaged.

« The equipment has obvious sign of breakage.

* The equipment has not been working well or you cannot get it work
according to quick start guide.

Copyright Statement

No part of this publication may be reproduced in any form by any means
without the prior written permission.

Other trademarks or brand names mentioned herein are trademarks or
registered trademarks of their respective companies.

Disclaimer

Information in this document is subject to change without notice. The
manufacturer does not make any representations or warranties (implied
or otherwise) regarding the accuracy and completeness of this document
and shall in no event be liable for any loss of profit or any commercial
damage, including but not limited to special, incidental, consequential,

or other damage.

WEEE Directive & Product Disposal

At the end of its serviceable life, this product should not
be treated as household or general waste. It should be
handed over to the applicable collection point for the
—_—

recycling of electrical and electronic equipment, or
returned to the supplier for disposal.
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- Introduction

The Thunderbolt™ 4 Dock shows an advanced, efficient, and versatile
solution that supports data and video transfer at speeds of up to
40Gbps. Its multiple ports enable you to easily connect your devices,
such as Thunderbolt™ compatible devices and other USB devices. It
also provides charging for your USB-C laptops at a maximum output
of 98W and allows your monitor to output single-channel 8K@30Hz
and dual-channel 4K@60hz video.

- Features

-Equipped with one TBT4 upstream port supports maximum data
transfer rate of 40 Gb/s, and also providing 98W upstream charging
for your host computer.

-Three TBT4 downstream ports transfer speed up to 40 Gb/s, and
provide 15W PD charging for the USB devices, single 8SK@30Hz
display, dual 4K@60Hz display.

-One USB-C port supports 10Gbps data transfer speed and 30W
power delivery.

-One RJ45 port supports 2.5G Ethernet, and backward compatible
with 1000/100/10Mbps network.

-Two USB 3.1 Type-A ports data transfer speed up to 10Gbps. Two
USB 3.1 Type-A ports data transfer speed up to 5Gbps.

-One integrated SD V4.0 Card Reader with SD slot supports UHS-II
theoretical bus speed up to 312MB/s, and is also backward
compatible with SDXC, SDHC, and standard SD cards.

-One 3.5mm Audio/Mic interface supports CTIA/OTMP standard
headphones.

. System Requirement

-PC with Thunderbolt™ 4 Windows* 10/11
-Mac with Thunderbolt™ 3 Mac OS* 11 or later

. In the Box

1 x Thunderbolt™ 4 Dual Display Docking Station
1 x 0.8M Thunderbolt™ 4 Cable

1 x Cable Holder

1 x 230W Power Adapter

1 x Quick Start Guide

- Cable Holder Connection

The cable holder is designed to tighten the Thunderbolt™ 4 cable
for the upstream Thunderbolt™ 4 port. If you are worried that the
Thunderbolt™ 4 cable might loosen, please follow the following
steps to install the cable holder to the dock.

1. Insert the cable into the cable holder according to the arrow direction.

N

2. Align the bolt with the fixing hole, then please connect it to the
upstream Type-C port.

3. Fasten the bolt and fix the connectivity between the cable and the
dock. Tighten the screw clockwise when you are assembling it. Please
loosen the screw counterclockwise if you need to disassemble it.
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Note:
The Cable Holder just is used for fixing the cable to prevent
accidental touch and loosening. After assembling it, please do not
pull it hard to avoid damage to the interface. Please follow the
above instructions if you need to disassemble it.
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- Driver Installation

If the Driver cannot be installed automatically, please download the
latest Driver file from www.wavlink.com/en_us/ThunderDock-Malle-Pro
or enter www.wavlink.com and click SUPPORT>Driver, then find the
corresponding Driver and download it.

For Windows

1. Locate the downloaded folder and unzip the file to the desktop,
please select Yes if your computer asks your permission, then
double-click the Driver icon on the desktop.
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2. Click Next to continue the installation process.
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3. Select Install to begin the installation. If you want to review or
change any of your installation settings, dick Back or Cancel to
exit the wizard.

4. After the Driver is successfully installed, select Finish to exit the
wizard.

3. Navigate to the wizard window, and click Continue to the next step.

o ¢ @ Install Realtek USB Ethernet Network Adapter a8

5. Click Install to perform a standard installation of this Network
Adapter.

(X} @ Install Realtek USB Ethernet Network Adapter [}

7. Select Install Software after entering the screen password.

- Monitor Connection

Before do the following guide, you should have installed the driver for

lll. Connecting Monitor to the Dock
This Thunderbolt 4 dock can connect up to 2 displays.

. Display Settings

Before configuring the settings, please make sure this docking

For Windows
1. Right-click->Display settings.

View >
Sort by >
Refresh
Paste
Paste shortcut
Undo Copy Crl+z
New >

I Q Display settings I

! Personalize

2. In “Display”, you can enjoy different operations of duplicating,
extending and rotating on your monitors.
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station has been connected to your laptop and monitors correctly.

1. Click Apple icon->About This Mac.
@ Finder File Edit View Go Window Help

About This Mac

System Preferences...
App Store...

Recent Items >

Force Quit Finder X048d

Sleep

2. Click Displays->Displays Preferences.

Overvm Displays |Storage | Support | Service

SONY TV *00
61-inch (7680 x 432

Built-in Retina Display
16.4-inch (2880 x 1800)

LG HDR 4K Display
61-inch (3840 x 2160)

GE] Displays Preferences..
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of mirroring, expanding and rotating on your monitors.

[ X < :  Built-in Retina Display

04 Arrangement  Color  Night Shift

Resolution: © Default for display
Scaled

Automatically adjust brightness

AirPlay Display: ~ Off

Show mirroring options in the menu bar when available Gather Windows ~ ?

4. Or click “ Gather Windows " to gather all connected displays and
make separate settings.
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Dipey | Color Doy Arangement  Color  Nght st
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1. Click Apple icon-> About This Mac
@ Finder File Edit View Go Window Help

About This Mac 01

System Preferences...
App Store...

Recent Items >

Force Quit Finder X048d

2. Click “More Info...”
3. Select “Displays” from the list, then you can enjoy different operations
of mirroring, expanding and rotating on your monitors.

eoe Displays
Q search
G vcer [ &
D sownd Non-PnP  MacBook Pro
e Arrange. +
B screenTime
MacBook Pro @ e Useas Mirror for Non-PnP &
Processor 2.3 GHz 8-Core Intel Core. Appearance Optimize for Non-PnP &
Graphics AMD Radeon Pro 5500M (@) Accessibility
v 2501024
el D Grapics 630
1536 MB. @ e Ezriar 1024 x 768 (Default)
O s spotignt Show all resolutions
(O rivacy & Security
Using a scaled rsalution may afect prformanc.
(B Deskiop & Dock
== g e o — ¥
) Wallpaper Automatically adjust brightness ©
(5 sereen Saver
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Q1: Why is this Thunderbolt 4 dock not working properly on

my Thunderbolt 3 Windows computer?

A1: Thunderbolt 4 technology is a relatively new innovation, it

may have some issues about compability if TBT 4 devices were used
in Thunderbolt 3 hosts. It is recommended to use the recommended
configuration simultaneously while using this TBT 4 Dock, and it

will work properly in common MFDP hosts, but only one of the
Thunderbolt downstream ports will have video output.

Q2: Why can't the Thunderbolt downstream ports of this Dock
reach 8K resolution when the TBT 4 Dock works with my computer?
A2: This TBT4 Dock can reach up to 8K resolution, and the resolution
and refresh rate of the Dock's Thunderbolt downstream ports depends
on the graphics card capability of your computer.

Q3: Why does the Thunderbolt downstream ports just support
one video output when the TBT 4 Dock works with my computer?
A3: That's because every computer has different hardware and
software design. For example, some computers such as TBT 3
computers, M1 Apple MAC, and MFDP computers, their Thunderbolt
interfaces only support one video stream output.

Q4: Why does my dock get hot when | use it?

Ad4: This is what it's supposed to be like when the dock is working,
and we suggest that you put the dock in a relatively open area for
a better heat dissipation.

-18 -

Q5: Why is there no display after | connect the dock to the
USB-C port of my laptop?

Ab5: You should make sure that your computer supports
Thunderbolt 3/4 technology, and that the configuration of your
computer such as the Driver, BIOS has been the latest version.

Q6: What should | do if the dock cannot deliver power to
my host laptop?

AG6: Please make sure that your laptop supports USB-C power delivery.

Q7: Why can’t | extend my display monitors?

AT: Please make sure your dock has been recognized in

“task management” and make sure you have installed the latest
drivers.

Official website: www.wavlink.com
Technical support: support@wavlink.com
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