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Wi-Fi 7 Mesh System, Al Router, Wi-Fi 7 Outdoor/Ceiling 2026 01

AP , Wi-Fi 7 Extender, Network Bridge, Switch, Wi-Fi 7
Adapter, Wireless Duplex Intercom, Wireless Video
Transmission Kit, Wireless Lavalier Microphone,
Thunderbolt 5/4/3/USB4 Docking and Enclosure, Display-
Link' Docking/Adapter, Wireless Dock, SMI Docking/-

Adapter, MST/SST Docking, KVM Switch
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Looking for Distributors

Shenzhen Headquarter

17th-20th Floor, Building 3C, Huaqgiang Idea Park
Guangming District, Shenzhen, China

Hong Kong Office
Room 11,10/F, Kowloon Bay Industrial Center, 15 Wang Hoil Road, Kowloon
Bay, Hong Kong, China

Vietham Factory

Factory E1, Lot CN4-1, Yen Phong II-C Industrial Zone, Tam Giang Commune, Yen
Phong District, Bac Ninh Province, Vietham

Shenzhen Factory

2-4F, Building 1, Zhongjian Industrial Zone, No. 287 Huafan Road, Tongsheng
Community, Dalang Street, Longhua District, Shenzhen, China

Jiangxi Factory

Zone 6, liantou Holding Industrial Park, Longnan Economic and Technological
Development Zone, Longnan City, Jiangxi Province, China

Tel: (86)755 8882 3721
Fax: (86)755 8302 2207
Email: wavlink@wavlink.com

E-catalog Download www.wavlink.com




About Wavlink

Wavlink is committed to offering the best products and services to meet each of its
customer's unique needs. It guides the company towards its long-term goals, which has
contributed to its success as one of the fastest growing brands globally. Whether it is WiFi
MESH Router, Outdocr AC/AP, Notebook Docking Station, Wavlink designs all its products
to be user-friendly, the company does not compromise when it comes to user expenence.
Wavlink's products come with innovative and user-friendly features, delivering the best
experience for the end-user.

In 2016, Wavlink introduced robust Touchlink password free function in its WiFi Router and
AP devices. It unveiled an option-in easy password management feature for all the line up.
In 2019, Wavlink introduced the "Turbo” function to its WiFi products which boost router
range coverage when needed.

Wavlink designs products that address the unique needs of its customers. Since its found-
ing, Wavlink has pushed the standard in product design, usability and functionality.
Wavlink's hardware and software solutions cater to various market segments, including
education, business and home users. In the past few years, Wavlink has increased its retall
presence with innovative products like Outdoor AP solutions for home owners, and access
controller plus networking devices for small and medium business.
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Vision of Wavlink

Wavlink's vision guides the company's decision-making processes, strategic management,
and operations. It ensures that each decision takes the company closer to realizing its
mission and goals. To make the best products in the market and to leave the customers
better value and experiences than they found us.

Strength of Wavlink

From the first internal card reader, HDD storage docking, USB Giga LAN card, WiFi range
extender In its true sense, etc, Wavlink delivers high-quality products to the market. The
company seeks to advance its leadership in product design and original development by
pushing for novel innovations. In 2024 alone, Wavlink introduced 65 industry-leading new
products to the market and awarded with 11 design awards including Reddot, IF Design, Idea
and Good Design, as well as 8 hours such as innovation labotory of the State to credit
Wavlink research and development effort and achievements.
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Office & Factories
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Operation 17:19F, Block 3C, Huagiang Idea Park,
Center Guangming District, Shenzhen
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Wavlink Capability
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Al QoE: LIMITED BANDWIDTH, LIMITLESS THROUGHPUT

Al-driven Network QoE optimizes throughput, minimizes latency, and automatically prioritizes
traffic. Whether you are playing games, watching videos, or having online meetings, this router
can smartly allocate bandwidth and keep all tasks functioning well.

Al Mode 313%;

Work Mode

Conference Mode

&
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Streaming Mode

Ad Guard Home Secure DNS VPN Servers Guest WiFi Intelligent Packet Automatic Traffic Dynamic Bandwidth
Classification Prionitization Allocation

LARGER WIFI RANGE, LESS SIGNAL DEAD CORNER YOUR NETWORK SAFETY REALLY MATTERS

As a mesh router, Giant Stream8 can combine other Wavlink Cutting-edge home network system: AD GuardHome,
Everything Mesh routers to give seamless Secure DNS, and VPN, keep every online moment safe.
network coverage to your whole home.

DNS —=

dle

= Chomnipnilor
ascure DG

s BN ‘-
-~ ; y '
VPN . B éﬁr w 1 I I 4
L r l - = ¢ f

OIO | | Do -
YPH Servers ! - i . Fhone

Foutar (VPR Client)

(@) 8

AD Guardkame Camera




¢ . :
n Ll T
N N N
1' -

WA/LINK WAZLINK WA/LINK
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(BE1a000 ) 5 J4000mpps
PID: WL-WNR593BE7-A TR
Wi-Fi 7, 8647Mbps(6GHz)+4323Mbps(5GHz)

WA/LINK
+688Mbps(2.4GHz)

8x5dBi External Antennas
1x10G WAN Port+1x2.5G LAN Port+3x1G LAN Ports

Multi VPNs, Everything Mesh, AdGuard Home, MLO .
Whole-house security network with seamless roaming \/

o -
A — l"‘ﬁL ~0
{r‘% Router : {( Kouler
Ulr— : $ .
G WAL I
Z11000mb0s . 7 7200mbps
Qualcomm s (_BE7200 | e
| BE11000 | -
e — PID: WL-WNR593BE4-A
PID: WL-WNR593BE6-A Wi-Fi 7, 5764Mbps(5GHz) + 1367Mbps(2.4GHz)
Wi-Fi 7, 5764Mbps(6GHz)+4323Mbps(5GHz) 8x5dBi External Antennas
+688Mbps(2.4GHz) 1x 2.5G WAN + 1x 2.5G LAN + 3x Gigabit LAN ports
6x5dBi External Antennas Wi-Fi Router, Mesh Router/Extender
1 x2.5G WAN Port+3 x 2.5G LAN Ports TRO69, VLAN, PPTP, L2TP,
Multi VPNs, Everything Mesh, AdGuard Home, MLO Al QoS, OpenVPN, WireGuard, AdGuard Home
Whole-house security network with seamless roaming 1x USB-A 3.0



Wi-Fi 7 Router BE14000, BE11000, BE7200 Router
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(BE1a000 ) % /4000mbps

PID: WL-WNR593BE6

Wi-Fi 7, 8647Mbps(6GHz)+4323Mbps(5GHz)
+688Mbps(2.4GHz)

8x5dBi External Antennas

1x10G WAN Port+1x2.5G LAN Port+3x1G LAN Ports
Multi VPNs, Everything Mesh, AdGuard Home, MLO
Whole-house security network with seamless roaming

Z11000mpbps

[ BE11000 |

PID: WL-WN591BE>5

Wi-Fi 7, 5764Mbps(6GHz)+4323Mbps(5GHz)
+688Mbps(2.4GHz)

6x5dBi External Antennas

1 x2.5G WAN Port+3 x 2.5G LAN Ports

Multi VPNs, Everything Mesh, AdGuard Home, MLO
Whole-house security network with seamless roaming

Taid

- Router
(C'L_; J,\:
272 00Mbps

([ BE7200 |

PID: WL-WN592BE3

Wi-Fi 7, 5764Mbps(5GHz) + 1367Mbps(2.4GHz)
8x5dBi External Antennas

1x 2.5G WAN + 1x 2.5G LAN + 3x Gigabit LAN ports
Wi-Fi Router, Mesh Router/Extender

TRO69, VLAN, PPIP, L2TP,

Al QoS, OpenVPN, WireGuard, AdGuard Home

Ix USB-A 3.0

Wi-Fi 7 Mesh Router BES100, BE3600 Mesh Router

Z5100mpps

| BE5100 |

PID: WL-WN530BE2

Wi-Fi 7, 4323Mbps(5.8GHz) + 688Mbps(2.4GHz)
Ax 5dBi External + 1x 5dBi Internal Antennas

1x 2.5Gigabit WAN + 4x Gigabit LAN ports

Wi-Fi Router, Mesh Router/Extender

TRO69, VLAN, PPTP, L2TP,

OpenVPN, WireGuard, AdGuard Home

Z36 OOMbps

( BE3600 |

PID: WL-WN530BE1

Wi-Fi 7, 2882Mbps(5GHz) + 688Mbps(2.4GHz)
Ax 5dBi External + 1x 5dBi Internal Antennas
1x 2.5Gigabit WAN + 4x Gigabit LAN ports
Wi-Fi Router, Mesh Router/Extender

TRO69, VLAN, PPTP, L2TP,

OpenVPN, WireGuard, AdGuard Home




Wi-Fi 6 Mesh Router AX6000, AX3000 Mesh Router

gﬁoaoMbps
F6000u5ps L AX6000 ]
[ AX6000 | PID: WL-WN592AX6

Wi-Fi 6, 4804Mbps (5GHz) + 1148Mbps (2.4GHz)

PID: WL-WN536AX6 8x 5dBi External Foldable Antennas

Wi-Fi 6, 4804Mbps (5GHz) + 1148Mbps (2.4GHz) 1x 2.5Gigabit WAN port + 1x 2.5Gigabit LAN
8x 5dBi External Foldable Antennas Port+3x1Gigabit LAN Ports

1x 2.5Gigabit WAN port + 4x Gigabit LAN Ports Wi-Fi Router, Mesh Router/Extender

Wi-Fi Router, Mesh Router/Extender TRO69, VLAN, PPTP, L2TP

TRO69, VLAN, PPTP, L2TP Al Qos, VPNs, AdGuard Home

1x USB-A 3.0 1x USB-A 3.0

%I OOOMbps %3 OOOMbpS

([ AX3000 | [ AX3000 |

PID: WL-WN586X3 PID: WL-WN587X3

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz) Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)

Ax 5dBi External Foldable + 1x 5dBi Internal Antenna Ax 5dBi External Foldable + 1x 5dBi Internal Antenna
1x Gigabit WAN/LAN port + 2x Gigabit LAN Ports 1x Gigabit WAN/LAN port

Wi-Fi Router, Mesh Router/Extender Wi-Fi Router, Mesh Router/Extender

VLAN, PPTP, L2TP VLAN, PPTP, L2TP

Wi-Fi 5/4 Wireless Router AC1200 Dual Band, N300 Single Band, Wireless Wi-Fi Router

€7200Mbps
?72001‘&4&}‘05
([ Ac1200 |
( AC1200 |
PID: WL-WN531P3
PID: WL-WN530HG4 Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz)
Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz) Ax 5dBi External Foldable Antennas
Ax 5dBi External Antennas 1x Gigabit WAN port + 4x Gigabit LAN Ports
1x Gigabit WAN port + 2x Gigabit LAN Ports 1x USB-A 3.0
VLAN
"‘?300Mbps
( N300 |

PID: WL-WN530K2

Wi-Fi 4, 300Mbps (2.4GHz)
2x 5dBi External Foldable Antennas
1x Fast WAN Port + 2x Fast LAN Ports



Wi-Fi 7 Mesh System BE14000, BE7200, BE5100, BE3600, Whole Home Mesh Wi-Fi System

DESIGN
AWARD
2024

""? 7 400 OMbps

| BE14000 |

PID: WL-WN721K1BE6, WN721K2BE6, WN721K3BE6

Wi-Fi 7, 8647Mbps(6GHz)+4323Mbps(5GHz)
+688Mbps(2.4GHz)

8 x5dBi Internal Antennas

1x 10 Gbps WAN Ports+2x 2.5 Gbps LAN Ports
Everything Mesh, Wi-Fi Router, Mesh Router/Extender
Everything Mesh, Parental Controls,Quality

of Service (QoS)

Multi VPNs, AdGuard Home, MLO
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b EXCELLENCE
‘ AvYARDS

?5 7 OOMbps

(_BE5100 = = ¥

PID: WL-WN5372BE1, WN5372BE2, WN5372BE3

Wi-Fi 7, 4323Mbps(5GHz) + 688Mbps(2.4GHz)

5x 5dBi Internal Antennas

1x 2.5Gigabit WAN + 4x Gigabit LAN ports

Everything Mesh, Wi-Fi Router, Mesh Router/Extender
160MHz, OFDMA, MU-MIMO

WavRouter APP, Parental Control

TRO69, VLAN, PPTP, L2TP

DESIGN
AWARD
2024

""?7 7 000Mbps

| BE11000 |

PID: WL-WN721K1BE3, WN721K2BE3, WN721K3BE3

WL-WN721K1BE5 WN721K2BE5WN721K3BES

Wi-Fi 7, 5765Mbps(6GHz)+4324Mbps(5GHz)+688Mb-
ps(2.4GHz)

6 x Internal Antennas
1x 2.5 Gbps WAN Ports+3x 2.5 Gbps LAN Ports

Everything Mesh, Wi-Fi Router, Mesh Router/Extender-
Everything Mesh, Parental Controls, Qualityof Service
(QoS), Multi VPNs, AdGuard Home

DESIGN
AWARD
2024

INTERNATICNAL
DLEIGN

A e
"‘?3 5 OOMbps

PID: WL-WN5371BE1, WN5371BE2, WN5371BE3

Wi-Fi 7, 2882Mbps (5GHz) + 688Mbps (2.4GHz)

5x 5dBi Internal Antennas

1x 2.5Gigabit WAN + 4x Gigabit LAN ports

Everything Mesh, Wi-Fi Router, Mesh Router/Extender
160MHz, OFDMA, MU-MIMO

WavRouter APP, Parental Control

TRO69, VLAN, PPTP, L2TP




Wi-Fi 6/5 Mesh System AX3000, AC1200, Whole Home Mesh Wi-Fi System

2300, OMbps

[ AX3000 |

PID: WL-WN551X3, X2, X1

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)

5x 5dBi Internal Antennas

1x Gigabit WAN port + 2x Gigabit LAN Ports

Everything Mesh, Wi-Fi Router, Mesh Router/Extender
160MHz, OFDMA, MU-MIMO

Wavrouter APP, Parental Control

TRO69, VLAN, PPTP, L2TP

Patented Touchlink Technology

P OOMbps

[ Ac1200 |

PID: WL-WN53513, L2, L1

Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz)

Ax 3dBi Internal Antennas
1x100Mbps WAN+1x100Mbps LAN

Everything Mesh, Wi-Fi Router, Mesh
Router/Extender

WavRouter APP, Parental Control
VLAN, PPTP, L2TP
Patented TouchlLink Technology

F3000mbps " -

| AX3000 |

PID: WL-WN553X3, X2, X1

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)
5x 5dBi Internal Antennas
1x Gigabit WAN port + 2x Gigabit LAN Ports

Everything Mesh, Wi-Fi Router, Mesh
Router/Extender

160MHz, OFDMA, MU-MIMO
WavRouter APP, Parental Control
TRO69, VLAN, PPTP, L2TP

Patented TouchlLink Technology

=2 OOMbps

| AC1200 |

PID: WL-WN535M3, M2, M1

WiFi 5, 867Mbps@5GHz+300Mbps@2.4GHz
Ax3dBi Internal Antennas

1x Gigabit WAN port + 1x Gigabit LAN Ports
Everything Mesh, Wi-Fi Router, Mesh Router/Extender
WavRouter APP Parental Control

VLAN, PPTP, L2TP

Patented TouchLink Technology




Secure Travel Wi-Fi Router Wi-Fi 7 BE5100 Dual Band/Wi-Fi 6 AX3000 Dual Band/N300

20 7 OOMbps

BE5100

PID: WL-WNT200BE2

Wi-Fi 7, 4323Mbps(5GHz)+688Mbps(2.4GHz)

2 x 5dBi Dual Band External Antennas+1 x 3dBi Inernal
Fnhanced Antenna

1 x 2.5G WAN Port+1 x 2.5G LAN Port
Multi VPNs, Mulit-WAN, AdGuard Home
1xUSB30

1 x Touchscreen

IPv6 supported, keep your Internet Safe.

OpenVPN & WireGuard pre-installed, compatible with 30+
VPN service providers.

Cloud flare encryption supported to protect the privacy.

I 000Mbp5

PID: WL-WNT100X3

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)
2x 3dBi External + 1x 3dBi Internal Antennas

i " "R &ﬁl = 1 .:.||:|_|!|!|!|

Portable, compact design makes it easy to take with you on the go.

1x Gigabit WAN Port + 1x Gigabit LAN ports
IPv6 supported, keep your Internet Safe.

OpenVPN & WireGuard pre-installed, compatible with 30+ VPN
service providers.

Cloudflare encryption supported to protect the privacy.

1 =

Portable and Create a Private
Compact Design  WIikFi Hotspot

Access Point Router

Secure Mini Travel Wi-Fi Router

300Mbps on the 2.4GHz Band

Z3 00Mbps

PID: WL-WNTOO01N1

300Mbps(2.4GHz)

2 x 3dBi Omni Directional Antennas

1 x100Mbps WAN/LAN Port

IPv6 supported, keep your Internet safe
Multi VPNs, 2x2 MIMO technology
Support PPPoE, Dynamic IP, static IP

=

access to the Internet




5G CPE Router 959G NR Wi-Fi 7 CPE Router

/g~

5c' = %,

CPE Z9100Mmbps
Router

Outdoor

[ BE5100

PID: WL-WNA100HES

3.4Gbps 5G NR

Vs o Wi-Fi 7(4.3Gbps + 688Mbps)

| NSA:(DL/UL)3.4Gbps/550Mbps

SA:(DL/UL)2.4Gbps/900Mbps
8xExternal 8dBi Omni Antennas
1x2.5G WAN, 1xGigabit LAN
Supports Active or Passive PoE
IP67 Waterproof
Wide-temperature operation:-20°C to 50°C

I

56
I OOOMbps

asssss ([ AX3000 |

5

u |
II | PID: WL-WNF100X3NR

Wi-Fi 6, 2402Mbps(5GHz)+573Mbps(2.4GHz)

1 x Gigabit WAN Port

1 x Gigabit LAN Port

9 x 3dBi Antennas

I 1 x SIM Card Slot

; Iff14 Router, 5G LTE, 5G SA NSA Mode

C3 f NR NSA(Mbps) Max.3470 DL/ Max.555 UL

NR SA(Mbps) Max. 2470 DL/ Max. 900 UL

i ‘ [H W LTE(Mbps)Max.1600 DL/Max.211 UL
..~_!_H”J!lfiﬁf WCDMA(Mbps) Max.42 DL/Max.5.76 UL

||”_|”




4G CPE Router 4G SIM AX3000, AC1200, N300 CPE Router

reddot winner 2024

L
%3000Msps il

( AX3000 |

PID: WL-WN588HE4

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)
AG CPE Outdoor AP

Cat 4: 150Mbps Download, 50Mbps Upload

6x 7dBi External Antennas

1x Gigabit WAN/LAN/PoE

Support PoE (Power Over Ethernet)

Durable, Weatherproof IP67 Enclosure

N
4G

i i I
=/2 OOMbps
([ AcC1200 | =

PID: WL-WN572HE4

Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz)
AG CPE Outdoor AP

Cat 4: 150Mbps Download, 50Mbps Upload
Ax 7dBi External Antennas

1x Gigabit WAN/LAN/PoE port, 1x Gigabit LAN Port

Support PoE (Power Over Ethernet)
Durable, Weatherproof IP67 Enclosure

4§:TE - T
7 V4 OOMbps
([ Ac1200 |

PID: WL-WN535E4

Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz)
4G CPE

Cat 4: 150Mbps Download, 50Mbps Upload
4x 5dBi Internal Antennas

1x Gigabit WAN Port + 1x Gigabit LAN Port
Patented TouchlLink Technology

>

reddot winner 2024

Il

"?7 2 OOMbps _'k:'%z'#'a

( AcC1200 |

]ri‘

! T
el
I

At

PID: WL-WN588HE6D

Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz)
AG CPE Outdoor AP

Cat 6: 300Mbps Download, 50Mbps Upload
6x 7dBi External Antennas

1x Gigabit WAN/LAN/PoE

Support PoE (Power Over Ethernet)

Durable, Weatherproof IP67 Enclosure

4G?TE
7 V4 OOMbps
| AC1200 |

PID: WL-WN536E4

Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz)
6x 5dBi External Foldable Antennas

4G CPE

Cat 4: 150Mbps Download, 50Mbps Upload
1x Gigabit WAN port + 4x Gigabit LAN Ports

PID: WL-WN529E4

Wi-Fi 4, 300Mbps (2.4GHz)

Cat 4: 150Mbps Download, 50Mbps Upload
4x 5dBi External Antennas

1x Fast WAN port + 2x Fast LAN Ports

10




=

DOOIVILILYS] L.

- 1x10G PoE

sy,

Support Multiple Modes: Fat
- Repeater/Mesh Networking
B SUppOTt Mana%em_ent of APs

l
fk

)

s

-' i I..JIJT )
y Ir

LT
Ay
f*r‘_
AT LAY L

|1u||
o

i h‘ g
H_l

BE5100

¥

3

I

| |:! ol
it

- 8 x 5dBi Internal Omni Antenna

)+688Mbps(2.4GHz)

S
AP/Fit AP/Router/

\iia WAVLINK AC Controller

++, anNas
sh Router/Extender

h‘-:-:"'-—h

@ i N
= The Mandalorian

Google Tv/Staft Pick | Alone gunfighter mekes his wefy

""?I ’ 000 Mbps
E

PID: WL-WN503HBES

Wi-Fi 7, 5764 Mbps (6 GHz)+ 4324 Mbps (5 GHz)
+ 688 Mbps (2.4 GHz)

1 x WAN/LAN/PoE

6x5dBi Internal Omni Antennas

Fat/Fit AP, Wi-Fi Router, Mesh Router/Extender
VLAN, PPTP, L2TP

Support Management of APs via WAVLINK AC Controlls




Wireless Ceiling AP/Router AX3000, AC1200, Ceiling AP/Router with PoE

Z3 OOOMbps

PID: WL-WNA501X3

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)
5x 5dBi Internal Omni Antennas
1x Gigabit WAN/PoE In port + 1x Gigabit LAN

Support Multiple Modes: Fat AP/Fit AP/Router/Repeat-
er/Mesh Networking

Support Management of APs via WAVLINK AC Controller

g )

Smart Gateway + Ceiling AP

PID: WL-WN708AE2-B

Please refer to page 22
S (O More details.
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Wi-Fi 7 Outdoor AP

(  BE14000 |

~ g
(Wiﬁ:ﬁ 7T Z14000mpps 'L*'_.':'f e N

2.4GHz P67/

PID: WL-WNA10OOBE6P

Wi-Fi 7, 8647Mbps(6GHz)+4323Mbps(5GHz)
+688Mbps(2.4GHz)

8 x 8dBi External Antennas

1 x 10G Ethernet WAN Port

1 x 2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Support FIT AP Mode with Intelligent Gateway
Durable Waterproof IP67 Enclosure
Wide-temperature Operation:-40°C to 60°C
Lightning Protection 6KV

Active PoE and Passive PoE

13

) 70

( BE14000

P
(w i T F14000ms (€} oniDoon: &

2 6GHz \IP87/

PID: WL-WNA100BE6

Wi-Fi 7, 8647Mbps(6GHz)+4323Mbps(5GHz)
+688Mbps(2.4GHz)

8 x 5dBi External Antennas

1 x 10G Auto-Negotiation Ethernet WAN Port

1 x 2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Support FIT AP Mode with Intelligent Gateway
Durable Waterproof IP67 Enclosure
Wide-temperature Operation:-40°C to 60°C
Lightning Protection 6KV

802.3 AT/AF/BT Active PoE and Passive PoE to Supply Power
320MHz Bandwidth and 3*3 MU-MIMO Technology



Wi-Fi 7 Outdoor AP High Power BE11000, Outdoor AP with PoE

=1

4

FEFY

Sla

I

| BE11000 |

<N iFi 7 211000m0s (€} sontvens &

Z4GHz \IP&7/

PID: WL-WNA100BE>S

Wi-Fi 7, 5764Mbps(6GHz)+4323Mbps(5GHz)+688Mbps(2.4GHz)
8 x 5dBi Internal Antennas

1x2.5G Ethernet WAN Port

1x2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode

Support FIT AP Mode with Intelligent Gateway

Durable Waterproof IP67 Enclosure

Wide-temperature Operation:-40°C to 60°C

Lightning Protection 6KV

Active PoE and Passive PoE

| BE11000 |

<W|F| 7 -:.g] 7000Mbps l:'f Esﬁ?g‘:ﬁﬁz i{f‘

Z46Hz \IP&7/

PID: WL-WNA100BE5SP

Wi-Fi 7, 5764Mbps(6GHz)+4323Mbps(5GHz)+688Mbps(2.4GHz)
8 x 8dBi External Antennas

1x2.5G Ethernet WAN Port

1x2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode

Support FIT AP Mode with Intelligent Gateway

Durable Waterproof IP67 Enclosure

Wide-temperature Operation:-40°C to 60°C

Lightning Protection 6KV

Active PoE and Passive PoE

14




Wi-Fi 7 Outdoor AP High Power BE7200, BE5100 Outdoor AP with PoE

( BE7200 |

L/

(w iFi 7 % 7200005 3 2o 97)

PID: WL-WNA100BE3

Wi-Fi 7, 5765Mbps(5GHz)+1376Mbps(2.4GHz)

9 x 5dBi Internal Antennas

1 x 2.5G Auto-Negotiation Ethernet WAN Port

1 x 2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Support FIT AP Mode with Intelligent Gateway

Durable Waterproof IP67 Enclosure

Wide-temperature Operation:-40°C to 60°C

Lightning Protection 6KV

802.3 AT/AF/BT Active PoE and Passive PoE to Supply Power

| BE5100 |

£ g~
(NiFi 7T 55100msps @ P~ “D)

P87

PID: WL-WNA100BE2

Wi-Fi 7, 4323Mbps(5GHz)+688Mbps(2.4GHz)

5 x 5dBi Internal Antennas

1 x 2.5G Ethernet WAN Port

1 x 2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Support FIT AP Mode with Intelligent Gateway.
Durable Waterproof IP67 Enclosure
Wide-temperature Operation:-40°C to 60°C
Lightning Protection 6KV

Active PoE and Passive PoE to Supply Power

15

g

j’ < M 1'.\

([ BE7200 |

L/

g\
(IN iFi' 7 5720005 (B3 20oioon ;@)

PID: WL-WNA100BE3P

Wi-Fi 7, 5765Mbps(5GHz)+1376Mbps(2.4GHz)

8 x 8dBi External Antennas + 1 x 8dBi Internal Antenna

1 x 2.5G Auto-Negotiation Ethernet WAN Port

1 x 2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Support FIT AP Mode with Intelligent Gateway

Durable Waterproof IP67 Enclosure

Wide-temperature Operation:-40°C to 60°C

Lightning Protection 6KV

802.3 AT/AF/BT Active PoE and Passive PoE to Supply Power

( BE5100 |

£\
(WﬁFi 7 55100m0s (B3 ool .ﬁ;)

PID: WL-WNA100BE2P

Wi-Fi 7, 4323Mbps(5GHz)+688Mbps(2.4GHz)

5 x 8dBi External Antennas

1 x 2.5G Ethernet WAN Port

1x 2.5G LAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Support FIT AP Mode with Intelligent Gateway.
Durable Waterproof IP67 Enclosure
Wide-temperature Operation:-40°C to 60°C
Lightning Protection 6KV

Active PoE and Passive PoE to Supply Power




Wi-Fi 7/5 Outdoor AP High Power BE5100, BE3600, AC1200,0utdoor AP with PoE

WAL T

r g~
CNIF' 7 @5’00Mbp5 @ 3‘5"“%:"& JP&?D

PID: WL-WN573HBE2

Wi-Fi 7, 4323Mbps (5GHz) + 688Mbps (2.4GHz)

Ax 8dBi External Antennas,1x 5dBi Internal Antennas
1x 2.5G WAN/LAN/PoE port

Fat/Fit AP, Wi-Fi Router

VLAN, PPTP, L2TP

Support Wavlink Intelligent Gateway

( BE5100 |

( Aci1200 |

P

CWiFi@ F1200m0s T3 cuclfoen %,

PID: WL-WN570HA2S

Wi-Fi 5, 867Mbps(5GHz)+300Mbps(2.4GHz)
2x7dBi Detachable Omni Directional Antennas
1x1G Ethernet WAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Durable Waterproof IP67 Enclosure
Wide-temperature Operation:-40°C to 60°C
Lightning Protection 6KV

Supports 12V-57V Wide Voltage Input

Supports Active PoE and Passive PoE

Supports 12V-57V Wide Voltage Input for Solar, RVs,
Industrial Workshops, Mines, and Other Applications

A
it
| BE3600 | ~
. - AR ~~ N
WIFI 7 ?36004'!{?,05 .'!-; 24GHEC SGHz P

PID: WL-WN588BE1S

Wi-Fi 7, 2882Mbps(5GHz)+688Mbps(2.4GHz)
6x7dBi Omni Directional Antennas

1x2.5G Ethernet WAN Port

Support AP/Repeater/Router/Mesh Extender Mode
Durable Waterproof IP67 Enclosure
Wide-temperature Operation:-40°C to 60°C
Lightning Protection 6KV

Supports 12V-57V Wide Voltage Input

Supports Active PoE and Passive PoE

Supports 12V-57V Wide Voltage Input for Solar, RVs,
Industrial Workshops, Mines, and Other Applications
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Wi-Fi 6 Outdoor AP High Power AX3000, AX1800 Outdoor AP with PoE

8dBi
Antennas
||||u||| |||"||h|| /
||| [ i|||| l|||
1|||| “lll
PID: WL-WN573HX3
f ([ AX3000 ) i“,

IKNTERMATICHAL
DCEIGM
EXCELLEMNCE
AMCARDS

P

: v4 (Directional Antennas)

1*”
Mnlum IH” i
Jiy i
U |||||| \qu - § . 0
$ 7dBi 12dBi
¥ Antennas Antennas
| ' uuuv p

|||||
|I|| U

>
b 4

_ I

WL-WN573HP3

WL-WN588HX3

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)

X 000Mbps

/

Special Deisgn for Outdoor Use
Wi-Fi 6, Dual Band : 5GHz + 2.4GHz

.

\

1x Gigabit WAN/LAN/PoE (Power Over Ethernet)
AP, Wi-Fi Extender, Wi-Fi Router, Mesh Router/Extender

Durable, Weatherproof IP67 Enclosure
Support Wavlink Intelligent Gateway

/

WAV LLINK

¥

Greenwood Series
Outdoor AP

Greenwood 6 3000S

ZI OOOMbps

ZI OOOMbps
Greenwood 6 3000P
ZJ 000Mbps
& =72001605 2300m05

Greenwood 5 1200

Greenwood 4 300

/2 OOMbps

Greenwood 5 1200G

17
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Wi-Fi 5 Outdoor AP High Power AC1200, AC600 Dual Band Outdoor AP with PoE

“allll iy %1 200mbps |

?7 2 0 OMbps /}__“H‘r—\ i ] '
- | Ac1200 | —# ™
| AcC1200 |
@ PID: WL-WN572HP3
PID: WL-WN588HA2 ¥ Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz)
Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz) 7dBi External Omni Directional Antennas
Ax 7dBi External Omni Directional Antennas 1x 1G WAN/LAN PoE Port
1x Gigabit WAN/LAN/PoE 1x 1G LAN Port
Support Active PoE (Power Over Ethernet) Support Passive PoE (Power Over Ethernet)
Durable, Waterproof IP67 Enclosure Durable, Waterproof IP65 Enclosure
Support Wavlink Intelligent Gateway Support Management of APs via WAVLINK AC Controller
"
?7200Mbps -
@ 1 ?500}14&,05
[ Ac1200 | =4 - 1
| Ace00 | (% -

PID: WL-WN570HA2 |
Wi-Fi 5, 867Mbps (5GHz) + 300Mbps (2.4GHz) PIR= WILWHS70HAL
7dBi External Omni Directional Antennas Wi-Fi 5, 433Mbps (5GHz) + 150Mbps (2.4GHz)
1x Fast WAN/LAN/PoE Port 7dBi External Omni Directional Antennas
Support Active PoE (Power Over Ethernet) 1x Fast WAN/LAN/PoE Port
Durable, Waterproof IP67 Enclosure Support Active PoE (Power Over Ethernet)
Support Management of APs via WAVLINK AC Controller Durable, Waterproof IP67 Enclosure

18



Wi-Fi 4 Outdoor AP High Power N300 Single Band Outdoor AP with PoE

& wavlink

i weandink

e
=
-
-

X OOMbps

| N300 | —#

PID: WL-WN570HP2

Wi-Fi 4, 300Mbps (2.4GHz) "
7dBi External Directional Antennas 1
1x Fast WAN/LAN/PoE port —
Support PoE (Power Over Ethernet) kg
Durable, Waterproof IP67 Enclosure “

K OOMbpS i

—e ) (B :

PID: WL-WN570HN2

Wi-Fi 4, 300Mbps (2.4GHz)
7dBi External Omni Directional Antennas
1x Fast WAN/LAN/PoE

Support Active PoE (Power Over Ethernet)
Durable, Waterproof IP67 Enclosure

Smart Gateway + Outdoor AP

PID: WL-WN708AE2

Please refer to page 22 ” L
for more details. pa— PR

\ﬂ.mn-l- =

WL-WNA100BE6 WL-WNA100BESP WL-WNA100BE3 WL-WNA100BE2P
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Outdoor AP Outdoor AP Aluminum Alloy Bracket

E :JJ

Wavlink Installation Enhancement System

PID: WL-WN100T1

ADC12 aluminum alloy with anodic oxidation

for harsh outdoor use.

0°-90°tilt and 180°rotation for

precise signal targeting.

Installs on walls or poles (30-150mm diameter).

Withstands Level 12 winds.

Pre-marked template enables installation within 10 minutes.

Durable & Corrosion- Full Flexibility Universal Mounting Extreme Weather Proof Quick Installation
Resistant

Outdoor AP Outdoor 90W/30W PoE Extender

_h +)&r+’&r (Data) + (VD

Y g '- 200 Meters

200 Meters 200 Meters
PoE/PoE+ Switch
PID WL-WN901G1 WL-WN901G2
PoE Power Supply 90W 30W
Interface Configuration 1-in-1-out 1-in-1-out
Sl_ngle-level Transmission Up to 200m Up to 200m
Distance
Cascading Capability 3-level (up to 800m) 2-level(up to 600m)
Ethernet Transmission Gigabit Gigabit
Protection Rating IP67 (waterproof, dustproof) | IP67 (waterproof, dustproof)
PoE Standards IEEE 802.3af/at/bt |EEE 802.3af/at
Ivlax-Distance 100m / 200m 100m / 200m

(1000BASE-T/100BASE-TX)

20




Wi-Fi 6/5 Socket AP Dual Band Socket AP with PoE for Systerm Integrators

Z3000Mbps O

[ AX3000 | 2 o

(N

|

PID: WL-WN557X3

Wi-Fi 6, 2402Mbps (5GHz) + 573Mbps (2.4GHz)
3dBi External Omni Directional Antennas

1x Gigabit WAN (801.3 AF/AT PoF)

1x Gigabit LAN

Wi-Fi ON/OFF Button

Support PoE (Power Over Ethernet)

%1 200mbps O

[ Aci1200 | —# O

LT

PID: WL-WN890A2

Wi-Fi 5, 86 7Mbps (5GHz) + 300Mbps (2.4GHz)
3dBi Omni Directional Antennas

1x Gigabit WAN (801.3 AF/AT PoF)

1x Gigabit LAN

Wi-Fi ON/OFF Button

Support PoE (Power Over Ethernet)

Smart Gateway + Socket AP

PID: WL-WN708AE2
WL-WN557X3 WL-WN557X1

Please refer to page 22
for more details. ST ———

EBp

WL-WN890FA2




Smart Gateway Manage the AP (Access Point) in a Unified way

. hL e [|’I|
T [I|||”””1r”
a1
N
10-Port Gigabit Intelligent Gateway
2x 1G WAN Ports+8 x 1G LAN Ports(PoE out)

Built-in AC for centralized management of WAVLINK APs
Cloud platform and APP management

PID: WL-WN708AE2

Support multi-WAN, line backup and load balancing

Support multiple VPN protocols, enterprise-level VPN function
PoE management, supports enabling and disabling

PoE power supply via web.

PID: WL-WN701AE

Built-in AC function can manage Wavlink AP in a unified way.

‘||:|'I] s
2 Bl
~,

. I.'-I_.-! .-!- -!-..-.______M___.

PID: WL-WN300AC

S

6-Port Gigabit Intelligent Gateway

1 x2.5G WAN Port+5 x 1G LAN Ports+1 x USB 3.0

Built-in AC for centralized management of WAVLINK APs

Cloud platform and APP management

Support multi-WAN, line backup and load balancing

Support multiple VPN protocols, enterprise-level VPN function

As both a router and a wireless controller, can uniformly control up to 64pcs APS

theoretically and easily expand the enterprise wireless network.

Gigabit port, meet the mainstream specifications of optical fiber access services.

Integrates three technologies: PoE power supply, AC (wireless control) and routing.
Miniaturization of the fuselage design, single-handedly controlled,

and easily put into the information box/weak box.
Built-in standard PoE network cable power supply module
power supply at the same time, convenient wiring.

WAVLINK

gl o ot 1%
- B
= 2 " " | o L] X
e y ="
B
LAY Lasg el L Wik

Intelligent Gateway ,, 4 apter Intelligent Gateway

AP Panel AP Panel Laptop

Intelligent Gateway

v s & m 7 - & [ -~
DCIN | WAN Port LAN PoraT
Smart Gateway + AP
WA LINK
=N i
M'@ FIIFIi}HHHIH.LJ.IJ-- ETTT T
i
Ceiling AP Outdoor AP Socket AP
Page 11 Page 13 Page 21
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Enterprise-Grade Network Bridge

Connect Two or More Network Segments

PID: WL-WNB101A2 WL-WNB103A2 WL-WNB105HA2
Wireless Band & Speed 5G, 866Mbps 5G,300Mbps 5G, 866Mbps
Transmission Distance 1KM 3KM S5KM

LAN Ports 2*10/100Mbps 2*10/100Mbps 2*10/100/1000Mbps
Power Supply 24V Passive PoE, DC 24V Passive PoE,DC 24V Passive PoE, DC
Buttons/Switches 1*DIP switch, 1*Reset 1*Reset 1*Reset

Pairing Features

Plug-and-play, One-click
pairing, Preset pairing

Fast pairing, Preset pairing

Fast pairing, Preset pairing

Protocols

TDMA/ATPC

TDMA/ATPC

Bandwidth

5MHz/10MHz
narrow bandwidth

5MHz/10MHz
narrow bandwidth

Protection Rating

IP65

IP65




_ Efficient Connectivity, Intelligent Power Supply

PID: WL-WN905G1

Suitable for small office and home network
expansion, monitoring systems, and more.

[TJ] 5 x 10/100/1000 Mbps RI45 Ports
&, Durable Metal Casing

@ Power Saving

@ Plug and Play

@ Desktop or Wall-mounting

ﬁ Surge 2KV Lightning Protection

PID: WL-WNM2404GP

Suitable for enterprise office network, security
monitoring system, smart park/hotel, and more.

N\ 24*1G PoE+ & 4*10G SFP+ & 1*Console

’ 30W Max per PokE+ Port; Support Port Priority
& PoE Power Priority

0 Supports L2 Management; Static & Dynamic
() Link Aggregation

G STP/MSTP/RSTP Three-Layer Link Protection
Technology

& PD-ALIVE: Real-Time PoE Device Monitoring

e ] &

i
PID: WL-WN908G1

Suitable for small office and home network
expansion, monitoring systems, and more.

[TJ] 8x 10/100/1000 Mbps RJ45 Ports
&, Durable Metal Casing

@ Power Saving

@ Plug and Play

@ Desktop or Wall-mounting

@ Surge 2KV Lightning Protection

o "
g o
i . I phe
e

PID: WL-NWO0801HP

Designed for SOHO networks, retail store networks,
small-scale surveillance systems, and more.

N\ 8*2.5G RI45 & 1*10G SFP+

, 130W Total PoE Power (30W Max per Port);
Support Port Priority & PoE Power Priority

Q VLAN/QoS for Stable Network

L1 Web Management (No Expert Skill)

24




_ Efficient Connectivity, Intelligent Power Supply

A — e !

""" T =;:; »y st Q ///////////
PID: WL- NWO0820GP PID: WL-NW0420GP
Ideal for small-scale CCTV, retail shops, Ideal for small-scale CCTV, retail shops,
warehouses, and more. warehouses, and more.
.',\\ 8*1G PoE & 2*1G RJ45 & 1*DIP Switch .',\\ 4*1G PoE & 2*1G RJ45 & 1*DIP Switch
’ 120W Total PoE Power (30W Max per Port) , 60W Total PoE Power (30W Max per Port)
lT 250m Long-Distance Transmission lT 250m Long-Distance Transmission
99 viAN, ccTv 99 viaN, ccTv
a Plug & Play Q Plug & Play

m Efficient Connectivity, Intelligent Power Supply

f

. i RS :
¢ ° h .....

PID: WL-NW1602GP-B PID: WL-NW1602GP
POE Ports (10/100/1000Mbps): 16 POE Ports (10/100/1000Mbps): 16
Total PoE Power: 250W (30W max per port) Total PoE Power: 250W (30W max per port)
Other Ports: 2x Gigabit RJ45, 2x SFP, 1x DIP Switch Other Ports: 2x Gigabit RJ45, 2x SFP, 1x DIP Switch
Advanced Functions: VLAN/CCTV modes, 250m Advanced Functions: VLAN/CCTV modes, 250m
transmission transmission, Port Aggregation, PD-Live
Mode Switch: DIP switch for quick mode change Mode Switch: DIP switch for quick mode change
Plug & Play: Yes Plug & Play: Yes

PID: WL-NW2422GP

PoE Ports (10/100/1000Mbps): 24
Total PoE Power: 250W (30W max per port)
Other Ports: 2x Gigabit RJ45, 2x SFP, 1x DIP Switch

Advanced Functions: VLAN/CCTV modes, 250m
transmission, Port Aggregation, PD-Live

Mode Switch: DIP switch for quick mode change
Plug & Play: Yes
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)\ T A IR I @S E LS SPX Plug to RJ45 Adapter, Routers, Intelligent Gateway and AP




STARLINK

Satellite Antenna

STARLINK

SPX to RJ45 Adapter

Wavlink
SPX to RJ45 Adapter

Wavlink
SPX to RJ45 Adapter

STARLINK

Mesh Router

[\ VT @ I @S 8 SPX Plug to RJ45 Adapter, Routers, Intelligent Gateway and AP

Wavlink

Mesh Router

PID: WNP102SEA

Starlink Ethernet Adapter for Starlink Standard Actuated Gen 2

it is designed specifically to support Starlink's rectangular V2 dish.
It enables a reliable and stable wired network connection.

- Ethernet Adapter for Starlink V2

- Supports up to 1000Mbps Speed

- Plug-and-play Easy Installation

- 1xRJ45 to Local Router

- 1xStarlink Port to Starlink Dish

- 1xStarlink Connector to Starlink Router

PID: WNP101SRA

Starlink SPX Plug to RJ45 Adapter

it is designed to convert the proprietary SPX connectors on
Starlink’s Gen 2 and Gen 3 dishes to a standard RJ45 Ethernet
interface, enabling a direct and stable wired connection.

- SPX-to-RJ45 adapters for both the dish and router ends.
- Plug-and-play Easy Installation

- 1xRJ45 to Local Network Device

- 1xStarlink Port to Starlink Dish

- I1xDC IN

Wavlink Wavlink
Intelligent Gateway Access Point
TTT T T - ”
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Wi-Fi 7/6 Range Extender BES5100, BE3600, AX3000 Dual Band with

) 7 0 OMbpS )

( BE5100

PID: WL-WNA101BE2

Wi-Fi 7, 4323Mbps(5GHz)+688Mbps(2.4GHz)

2 x 2.4G 5dBi Omni Directional Antennas+2 x 5G 5dBi
Omni Directional Antennas+1 x 5G 5dBi Omni
Directional Internal Antennas

1x2.5G Ethernet WAN\ LAN port

MLO; Multi-RU; MU-MIMO TX/RX; MU-OFDMA ;
STBC, LDPC, Beamformer

160MHz Bandwidth and 2*2 MU-MIMO Technology
4096-QAM Modulation Technology

- .

N/ N .
ender, Mesh Extender

-

AT AAARTNARRRRRELE —SHRRN
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Quwps  §
F1200msps | )5\

(Aacizo0 ) | /N

PID: WL-WN579X3

Wi-Fi 5, 86 7Mbps (5GHz)
+ 300Mbps (2.4GHz)

4x 5dBi External Antennas
1x Gigabit WAN/LAN
Range Extender, AP

2300mps YWoS

[ N300 |

Wi-Fi 4, 300Mbps (2.4GHz)

2x 3dBi Antennas

1x Fast WAN/LAN + 1x Fast LAN
Range Extender, AP

2300meps  \YWpDS

([ N300 |

Wi-Fi 4, 300Mbps (2.4GHz)
2% 3dBi Antennas

1x Fast LAN

Range Extender, AP

Wi-Fi 5 Range Extender AC1200, Dual Band 2.4GHz + S5GHz

W

Nwps 3 i
F1200mps 5

)

( Ac1200 ] °

PID: WL-WN575A3

Wi-Fi 5, 867Mbps (5GHz)

+ 300Mbps (2.4GHz)

Ax 3dBi External Antennas

1x Fast WAN/LAN, 1x Fast LAN
Range Extender, AP, Router

Q wps
F1200mps '\

| AC1200 |

PID: WL-WN576A3

Wi-Fi 5, 867Mbps (5GHz)

+ 300Mbps (2.4GHz)

Ax 3dBi External Antennas

1x Fast WAN/LAN, 1x Fast LAN
Range Extender, AP, Router

Wi-Fi 4 Range Extender N300, Single Band 2.4GHz

o]

i 1 % W
Pt (3 ;i ..l-
WL-WN578HR2 WL-WN578R2
[ High Power J
p
WL-WN581N2 WL-WN518W2
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Wi-Fi 7 Adapter

PID

%88, aaMbps

BES800

WL-WNG685BE3S

88, 00:14@,05

WL-WN685BE3

%88, OaMbps

WL-WN685BE3-B

Wireless rate

Bluetooth

Interface

Antennas

PID

2.4GHz(574Mbps)
5GHz(2400Mbps)
6GHz(5800Mbps)

5.4

PCl Express x1/x4/x8/x16

2 x 5dBi

%38, OoMbps

BES800

WL-WN685BE3-C

2.4GHz(574Mbps)
5GHz(2400Mbps)
6GHz(5800Mbps)

5.4

PCl Express x1/x4/x8/x16

2 x 5dBi

%86, oaMb,os

WL-WN685BE3-CL

2.4GHz(574Mbps)
5GHz(2400Mbps)
6GHz(5800Mbps)

5.4

PCl Express x1/x4/x8/x16

2 x 5dBi

%38, OaMbps

WL-WN685BE3M

Wireless rate

bluetooth

Interface

Antennas

2.4GHz(574Mbps)
5GHz(2400Mbps)
6GHz(5800Mbps)

5.4

PCl Express x1/x4/x8/x16

2 x 3dBi

2.4GHz(574Mbps)
5GHz(2400Mbps)
6GHz(5800Mbps)

54

PCl Express x1/x4/x8/x16

2 x 3dBi

30

2.4GHz(574Mbps)
5GHz(2400Mbps)
6GHz(5800Mbps)

5.4

M.2



PID

Wi-Fi 7 Adapter PCle Adapter/USB Adapter/M.2 Adapter

%0, 500Mbps

WL-WN922BE3S

%6500mpps

WL-WN9S22BE3

%6500mpps

WL-WN9S22BE3-B

Wireless rate

Bluetooth

Interface

Antennas

PID

2.4GHz(688Mbps)
5GHz(2882Mbps)
6GHz(2882Mbps)

5.4

PCl Express x1/x4/x8/x16

2x 5dBi

%6500mpps
BE6500

WL-WN922BE3-C

2.4GHz(688Mbps)
5GHz(2882Mbps)
6GHz(2882Mbps)

54

PCl Express x1/x4/x8/x16

2 x 5dBi

%6500mpps

WL-WNS22BE3-CL

2.9GHz(688Mbps)
5GHz(2882Mbps)
6GHz(2882Mbps)

5.4

PCl Express x1/x4/x8/x16

2 x 5dBi

WL-WNS22BE3M

Wireless rate

Bluetooth

Interface

Antennas

2.4GHz(688Mbps)
5GHz(2882Mbps)
6GHz(2882Mbps)

54

PCl Express x1/x4/x8/x16

3 x 5dBi

31

2.4GHz(688Mbps)
5GHz(2882Mbps)
6GHz(2882Mbps)

5.4

PCl Express x1/x4/x8/x16

3 x 5dBi

2.4GHz(688Mbps)
5GHz(2882Mbps)
6GHz(2882Mbps)

5.4

M.2

2 x 2.4(2dBi)
5 x 7G(3dBi)



Wi-Fi 6 Adapter PCle Adapter/USB Adapter/M.2 Adapter

"-?5400#4&;:5
AX5400

=54 00Mbp$

=504 ﬂaMbps

WL-WN675X3-C

PID WL-WN675X3S WL-WN675X3
Wireless rate| 2.4GHz(574Mbps) 2.4GHz(574Mbps) 2.4GHz(574Mbps)
5GHz(2402Mbps) 5GHz(2402Mbps) 5GHz(2402Mbps)
6GHz(2402Mbps) 6GHz(2402Mbps) 6GHz(2402Mbps)
Bluetooth 5.3 5.3 5.3
Interface PCl Express x1/x4/x8/x16 PCl Express x1/x4/x8/x16 PCl Express x1/x4/x8/x16
Antennas 2 x 5dBi 2 x 5dBi 2 x 3dBi
Z5400mbps ZH400mbps ZH400mbps
AX5400
PID WL-WN675X3-D WL-WN675X3-DL WL-WN675X3M

Wireless rate| 2.4GHz(574Mbps) 2.4GHz(574Mbps) 2.4GHz(574Mbps)
5GHz(2402Mbps) 5GHz(2402Mbps) 5GHz(2402Mbps)
6GHz(2402Mbps) 6GHz(2402Mbps) 6GHz(2402Mbps)

Bluetooth 5.3 53 53

Interface PCl Express x1/x4/x8/x16 PCl Express x1/x4/x8/x16 M.2

Antennas 2 x 3dBi 2 x 3dBi /

Z400mbps Z400mpps Z9400mpps

PID WL-WN852X3S WL-WN852X3 WL-WN852X3-B

Wireless rate| 2.4GHz(574Mbps) 2.4GHz(574Mbps) 2.9GHz(574Mbps)
5GHz(2402Mbps) 5GHz(2402Mbps) 5GHz(2402Mbps)
6GHz(2402Mbps) 6GHz(2402Mbps) 6GHz(2402Mbps)

Bluetooth 5.3 5.3 5.3

Interface PCl Express x1/x4/x8/x16 PCl Express x1/x4/x8/x16 PCl Express x1/x4/x8/x16

Antennas 2 x 5dBi 2x 5dBi 2 x 5dBi
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PID

Wi-Fi 6 Adapter PCle Adapter/lUSB Adapter/M.2 Adapter

Z5400mpps

WL-WN852X3-C

Z5400mpps
AX5400

r

WL-WN852X3-CL

Z5400mbps

WL-WN852X3M-A

Wireless rate

2.4GHz(57Mbps)

2.4GHz(574Mbps)

5GHz(2402Mbps) 5GHz(2402Mbps)
6GHz(2402Mbps) 6GHz(2402Mbps)
Bluetooth 5.3 5.3
Interface PCl Express x1/x4/x8/x16 PCl Express x1/x4/x8/x16
Antennas 2 x 3dBi 2 x 3dBi
%3 OOOMbpS %3 OoaMbpS
AX3000
PID WL-WN675X2 WL-WNG675X2-B
Wireless rate| 2.4GHz(573Mbps) 2.4GHz(573Mbps)
5GHz(1200Mbps) 5GHz(1200Mbps)
6GHz(1200Mbps) 6GHz(1200Mbps)
Bluetooth 5.2 5.2
Interface PCl Express x1/x4/x8/x16 PCl Express x1/x4/x8/x16
Antennas 2 x 5dBi 2 x 5dBi

33

2.4GHz(574Mbps)
5GHz(2402Mbps)
6GHz(2402Mbps)

3.3

M.2




iz BE6500
2662Mbps Tri-band Speed

SINSS s — |

Fast USB 3.

BE6500 Wi-Fi 7 Wireless USB Adapter
ANiFi 7 %6500mpps (_BEs500 )

PID: WL-WN695BE2

Wi-Fi 7 Tri-Band Wireless speeds up to 2882 Mbps (6 GHz) + 2882 Mbps
(5 GHz) + 688 Mbps (2.4 GHz).

Multi-Link Operation (MLO) — Enable devices achieve load balancing and
lower latency.

With high-gain antennas and Beamforming, enable you connect the WiFi
wherever in your home.

OFDMA, MU-MIMO and Multi-RU ensure the most efficient WiFi
connection for your PC.

WPA3 security provides the latest security enhancements for personal
password protection.

Comes with its driver pre-loaded. Just plug and install.

s OB g
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PID

Wi-Fi 7/6 Adapter USB Adapter

=54 OGMbps

WL-WN6S0BE2

<

=54 OOMbps

WL-WN693X2-A

WL-WN690X1F-A

Wireless rate

Bluetooth

Interface

Antennas

PID

2.4GHz(688Mbps)
5GHz(2882Mbps)
6GHz(2882Mbps)

/
type-c to USB3.0

1x 2dBi, 1x 3dBi

Z1800Mmpos

WL-WN693X1F-B

2.4GHz(574Mbps)
5GHz(2402Mbps)
6GHz(2402Mbps)

/
type-c to USB3.0

4 x 3dBi

Z900Mbps

WL-WN681X2EF-C

2.4GHz(574Mbps)
5GHz(1201Mbps)

/
USB3.0

2 x 3dBi

Z900Mbps

WL-WN681X2F-C

Wireless rate

Bluetooth

Interface

Antennas

PID

2.4GHz(574Mbps)
5GHz(1201Mbps)

/
type-c to USB3.0

2 x 2.5G/3dBi
2 x 5G/3dBi

Z900Mbps

WL-WN681X2BF

2.4GHz(287Mbps)
5GHz(600Mbps)

2.3

USB2.0

1x2.4G/5G 3dBi

Z900Mmbps Z900Mbps
AX900

N
WL-WN681X2EF

WL-WN681X2F

2.4GHz(287Mbps)
5GHz(600Mbps)

5.3

USB2.0

1x 3dBi

Z900Mb0s

-

NG
WL-WN681X2BEF

Wireless rate

Bluetooth

Interface

Antennas

2.4GHz(287Mbps)
5GHz(600Mbps)

53

USB2.0

1 x 3dBi

2.4GHz(287Mbps)
5GHz(600Mbps)

/
USB2.0

1x3dBi

35

2.4GHz(287Mbps)
5GHz(600Mbps)

/
USB2.0

1x3dBi

2.4GHz(287Mbps)
5GHz(600Mbps

5.3

USB2.0

1x3dBi



Wi-Fi Adapter USB Adapter

=13 aaMbps

Z1300Mpps Z1300Mmpps

PID WL-WNB692A3 WL-WNG688A2 WL-WN688U3
Wireless rate| 2.4GHz(400Mbps) 2.4GHz(400Mbps) 2.4GHz(400Mbps)
5GHz(867Mbps) 5GHz(867Mbps) 5GHz(867Mbps)
Bluetooth / / /
Interface USB3.0 USB3.0 USB3.0
Antennas 2 x 5dBi 2 x 3dBi 2 x 3dBi
Wi-Fi Powerline Adapter G.hn 1500Mbps

| i WAL INK WA LINK
7 500Mbps e g
( G.hn 1500 ) = U ‘ ‘

| G.hn 1500 | 3 4

PID: WL-NWP505G2

G.hn1500, speed up to 1500Mbps

1x Gigabit Ethernet Port

Integrated Passthrough Power Socket
Supports up to 16 Powerline Extenders

PID: WL-NWP101G2

G.hn1500, speed up to 1500Mbps
1xGigabit Ethernet Port
Supports up to 16 Powerline Extenders
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Sound Bird Elite

Wireless Lavalier Microphones







Classic Series

Plug and play Highly sensitive
Widely compatible 200 meters of

accessible reception
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Sound Bird Wireless Lavalier Microphone

Lavalier Microphone
Sound bird

Lavalier Microphone
Sound bird

USB-C/Lightning Port, 2TX+1RX

(¢-9)

Rock-solid
2.4GHz Signal

Crystal-clear
Audio with ENC

" E

200m Long-range
Transmission

Ultra-low
25ms Net Lag

Magnetic and
Lightweight

Sound Bird Elite Wireless Lavalier Microphone
USB-C Port 2TX 1RX

PID: WL-WA30351

e MIC Sensitivity: -30dBV

e Directivity: Omnidirectional

e Operating Frequency and Response: 2.4GHz, 20Hz~20KHz

¢ Audio Sample Rate: 24bit 48KHz

e Battery Capacity: TX-120mAh, RX(Camera)-160mAh, Charging
Case(Phone)-800mAh,Charging Case(Camera)-2000mAh

¢ Battery Voltage: 3.7V

e Charging Time: 1.5H

e Working Time: 8H

¢ Combined Working Time: 24H(with charging case providing 3
additional charges)

) » Qs

Rock-solid Crystal-Clear 20m Long-range
2.4GHz Signal Audio with ENC Transmission
Ultra-low Magnetic and
25ms Net Lag Lightweight

Sound Bird Supreme Wireless Lavalier Micophone
USB-C or Lightning Port 2TX 1RX

PID: WL-WAB508C(USB-C)/WL-WAB508L(Lightning)

¢ MIC Sensitivity: -38dB+1dB@1KHz,94dBSPL

e Directivity: Omnidirectional

e Operating Frequency and Response: 2.4GHz,20Hz-20KHz

e Audio Sample Rate: 16bit 48KHz

e Battery Capacity: TX-100mA, Charging Case-350mA

e Battery Voltage: 3.87V

¢ Charging Time: about 1.5H

¢ Working Time: 7H

e Combined Working Time:14H (with charging case providing
an additional 2 full charges)
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Wireless Video
Transmission Kit




Wireless Video Transmitter Kit

4K/1080P HDMI/SDI Video Transmitter

Il

T T

Max(500m coverdge

Rt

4K

ULTRA HD
Max 3840x
2160@60Hz

1TXto
Max.4RXS

X

UVC Output

HDMI & SDI
Input/Output

( 500

Max 500m
Coverage

Low latency
of 60ms

Audio-Video Synchronization

Extremely low latency

60ms

High Efficiency Video Coding

HEVC

Channels are
automatically switched

Wireless 3840*2160@60Hz HDMI+
1920*1080P@60Hz SDI Video Transmitter

PID: WL-WH600 Pro

* Max Resolution: HDMI 3840x2160@60Hz/ SDI 1920x1080P @ 60Hz
e Dual Interface: HDMI 2.0 & SDI 3G Audio/ Video Input/Output Ports
* 60Mbps High Bitrate Support
e Real-Time Monitoring via APP (Up To 4 Devices)
* 500m Transmission Range (Obstacle-free)
e Dual-Band 2.4GHz+5.8GHz
e Auto-Switch Between Selectable Channels
e 32kHz/44.1kHz/48kHz Audio Sampling Rates
* Four Power Supply: V-mount Battery / NP-F Battery /
Type-C Port / DC Input
e RX with USB-UVC Compatibility (OBS/3rd-Party Software)
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Wireless Video Transmitter Kit 1080P HDMI/SDI Video Transmitter

=

%) (o)

1920x1080@60Hz DC IN/USB-C  250m Max Wireless 8-Channel Frequ-

reddot winner 2024

Resolution /NP-F Input Range 250m ency Adjustment
=
D 2 0 @
RTSP HDMI & SDI
Low Latency RTSP Qutput Input/Output 1TX to Max.3RXS

Wireless 1920x1080@60Hz HDMI+SDI Video
Transmitter 1TX 1RX

PID: WL-WH300S

¢ 1920x1080@60Hz HD Resolution

e TX:1*HDMI input+1*SDI input; RX: 1*HDMI output+1*SDI output

e 12Mbps High Bitrate Support

¢ Real-Time Monitoring via APP (simultaneous viewing on
mobile/tablet/monitor, up to 3 devices)

e 250m Transmission Range (obstacle-free)

e 5GHz Wireless Band Operation

¢ 8 Selectable Channels

e 32kHz/44.1kHz/48kHz Audio Sampling Rates

* Triple Power Supply: NP-F Battery / Type-C / DC Input

e RX with RTSP Data Transfer (enables OBS/3rd-party software
integration for recording live streaming via USB-C cable)

D (o)

1920x1080@60Hz 250m Max 8-Channel Frequ-

Resolution Wireless Range Low Latency ency Adjustment
= B
/\ HDMI

USB UVC for Video Input/Output 1TX to Max.3RXS

Wireless 1920x1080@60Hz HDMI Video
Transmitter 1TX 1RX

PID: WL-WH300M

e 1920x1080@60Hz HD Resolution

e TX:1*HDMI input+1*HDMI output; RX: 2*HDMI output

e 12Mbps High Bitrate Support

* Real-Time Monitoring via APP (simultaneous viewing on
mobile/tablet/monitor, up to 3 devices)

e 250m Transmission Range (obstacle-free)

* 5GHz Wireless Band Operation

e 8 Selectable Channels

e 32kHz/44.1kHz/A8kHz Audio Sampling Rates

e Triple Power Supply: NP-F Battery / Type-C / DC Input

e RX with USB-UVC Compatibility (enables recording live streaming
via OBS/3rd-party software)
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User Friendly APP

Convenient for Monitoring

Magnify Frame

i .

FOCUS Histogram Waveform — 5
| . - \







TEESS S I RITERE G EHEL R 4K/1080P Wireless HDMI Adapters/Transceiver

Q-

Long-distance
stable transmission

&

Plug and play, no
driver required

) @
Wide compatibility Compact and
portable

HOME H2 Wireless HDMI Adapters

PID: WL-WH50A1

* 5G WiFi

e Up to 30m stable transmission
e Extend and mirror display

e 1080P HDM I video transmission

e Compatible with HDMI 1.4, 1.3 standards
* Comply with 802.11a/b/g/n

i

Long-distance
stable transmission

Plug and play, no
driver required

™ @
Wide compatibility Compact and
portable

HOME H2 Pro Wireless HDMI Adapters

PID: WL-WH50A2

* 5G WiFi

e Up to 50m stable transmission

e Extend and mirror display

e AK@30Hz HDMI video transmission

e Compatible with HDMI 1.4, 1.3 standards
e Comply with 802.11a/b/g/n

o 10HOp
Up to 150m wireless Max. FHD
transmission 1920x1080@60Hz

HOME H1 1080P HDMI Wireless Transceiver

PID: WL-WH1000M
Support Max. 2*RX

e TX: 1*HDMI input+1*HDMI output; RX: 2*HDMI output

e HDMI 1.4; input HDCP 1.4
e H.264 encoding algorithm

* Working Frequency: wireless 5G
e Supply Voltage: DC 12V

e Rated Voltage: 100-240 AC. 50/60Hz, 0.7A Max. CLASS II

((con))

8 channels
selection

IR remote

control




Wireless Duplex

Intercom System




Wireless Intercom System Full Duplex Wireless Headset

< 270°
Tkt 45
1-to-8 Device 270° Mic < 35ms Ultra-Low
Linking Latency
- =
ol
Max Wireless DECT6.0
range 350m 1.7G-1.9G

Front Line Headworn Full Duplex
Wireless Call Earphones

mg-.-.'..‘.m-“

PID: WL-WI810H

e 1xMain Unit + 1xSlave Unit (supports up to 8xslaves)
* Microphone Sensitivity:-52dB+2dB@ 1kHz, 115dB SPL
e Polar Pattern: Unidirectional
* Frequency Response: 150Hz-7kHz
* Operating Frequency: 1.7-1.9GHz (country/region dependent)
* Modulation: GFSK
¢ Audio Sampling Rate: 8kHz
e Latency: 30ms
¢ Line-of-Sight Range: 350m
¢ Qutput SPL: 121+3dB
e Battery: removable Li-ion battery (external charging)
e Battery Capacity: TX-880mAh / RX-880mAh
e Battery Voltage: 3.7V
e Charging: 2.5H
e Operating Time (without battery replacement):
8hrs (1-to-1 mode), 5.5hrs (1-to-4 mode), 2.5hrs (1-to-8 mode)

- e [ oo a1 WL
ﬁ“l.-i."ﬁ""“"‘"--d i

WL-WIS810H-2S WL-WI810H-3S WL-WI810H-4S WL-WI810H-5S
1xMain Unit 1xMain Unit 1xMain Unit 1xMain Unit
+- + + i+
1xSlave Unit 2xSlave Units 3xSlave Units 4xSlave Units

WL-WI810H-6S WL-WI810H-7S WL-WI8S810H-8S WL-WI810H-9S
1xMain Unit 1xMain Unit 1xMain Unit 1xMain Unit
+ + + +
5xSlave Units 6xSlave Units /xSlave Units 8xSlave Units
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Wireless Networking
Equipment For AV Stage




Wireless Networking Equipment el {e[eTe] g\

() gQ

Dual-band 2.5G WAN/LAN 4x8dBi & 1x5dBi Multi-Operation
2.4/5G High-Gain Antennas Mode
<) (7] & 2
»
Network Security PoE++ IP67 & 15KV ESD Wi-Fi 7
Safeguards /Passive & 4KV lightning Multi-Gen

AERIAL BE51 BE5100 WiFi 7 Outdoor AP
PID: WL-WN573HBE2

The AERIAL WiFi 7 Outdoor AP can provide a fixed network environment for your
outdoor scenes, and the AV LINK Series Stagelink Wi-Fi7 Router can form a MESH
network to provide network guarantee for your outdoor activities.

WA/LINK

* Frequency: dual band 2.4GHz@688Mbps+5GHz@4323Mbps, speed up to 5100Mbps
* Ethernet Port: 1x2.5G WAN/LAN

e Antennas: 4x8dBi +1x5dBi high-gain antennas

* Operation Modes: Mesh AP, AP, Repeater, Mesh Router, and Mesh Extender

e Security: WPA3-SAE/WPA2-PSK, WPA2-PSK, WPAPSK/WPA2PSK-MIX

e Power Adapter: 100-240 V/50-60Hz; DC 54V(Passive PoE); DC 48V(Active PoE)

e |P 67 waterproof, 15KV ESD and 4KV lightning protection

e Complies with IEEE 802.11be/ax/ac/a/n/g/b standards

e Supports 802.3 AT/AF PoE and Passive PoE to supply power
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PC Peripherals Video Capture Card

“Il 'IHI'H' - ’
TR, =

o,
-y

T LR e e e B
w -0 SJpdoy

7 I Fma
2 i [t %im
; .

—

4K@60Hz HDMI 4K@30Hz USB 3.0 Superior Driver-Free Wide Range of
Video Loop-out Video Capture Sound Capture Plug-and-Play Third-Party Software

Grabber G2 PRO 4K@60 HDMI AV Capture Card

PID: WL-HG901U

e Supports max. 4AK@60Hz HDMI 2.0 IN/OUT

e Supports max. full HD 4AK@60Hz IN/Loop Out

e Supports USB-C 3.0 UVC 1.5/1.1/1.0, UAC 1.0 output, and compatible with USB 2.0 devices
e Supports max. 4K@30Hz capture and recording

e Supports 3.5mm Line in, Line out and mic

e Supports the conversion from HDR10 to SDR
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USB to HDMI Video Capture 4K HDMI AV Capture

Support HDMI 2.0 Video Pass Through / 4K@60Hz Video Input & Output /4K@30Hz Video Capture

4K

= - [ 60Hz
4K 0BSs
30Hz &

IN ouT
==, L]

)

Mg“g ‘N/oUT

7 © ©

UsB-c 1§
a—n 90W
4K 4K

144Hz 30Hz
([ IN ] OouT |
F? ==
4K60H: aBSs
== ('

PID: WL-HG900U

1x USB-C to Host

1x HDMI 2.0 In (AK@60Hz)

1x HDMI 2.0 Out (4K@60Hz)
Support 4K@30Hz Video Capture
1x Mic In

1x Line In

1x Line Out

OBS software supported

Support UVC 1.0/1.1/1.5, UAC 1.0
Support HDR10 to SDR conversion
Compatible with Windows, macOS, Android, Linux, etc.

USB-C MST Video Capture 4K HDMI AV Capture

PID: WL-VR203T
USB2.0 Audio & Video Capture supporting resolution 720x576

PID: WL-VR204

1x USB-C to Host

1x HDMI 1.4 In (AK@30Hz)

1x HDMI 1.4 Out (4K@30Hz)

1x DP 1.4 Out (4AK@144Hz)

1x USB-C supports PD 3.0 and 4K@ 144Hz Video Display
2x USB-A 2.0 for Mouse, Keyboard, etc.

OBS software and HDCP supported

Support UVC 1.0/1.1/1.5, UAC 1.0

Support HDR10 to SDR conversion

Compatible with Windows, macOS, Android, Linux, etc.

S-video in

Audio in(R)

Audio in{L) Video in
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PC Peripherals Thunderbolt 5 External Storage / Docking Station

P >

Saf{? and Plug and Play Tool-free 80Gbps Ultra- Low Noise Durable Aluminum
Lightning-fast Installation fast Transfer Operation Alloy Enclosure
THUNDERLIGHT STOR
Thunderbolt 5 External Storage System Requirement
PID: WL-UTES0 Computer Port 0S

Thunderbolt 5/4
USB4 with PD15W Windows11 23H2

e Support 80Gbps transfer with 6000+MB/s sequential
read and 5000+MB/s write on Thunderbolt™ 5 computers
e Support USB 3.2/3.1/3.0 Type-C computers USB3 with PD15W
» Support Plug and Play with no driver required Thunderbolt 5/4
e Support smart built-in fan for efficient heat- Thunderbolt/USB4 | macOS 15.2
dissipation and noise reduction. Thunderbolt 3

IZINL W 5 7 g &

12-IN-1 Thunderbolt™ 5 Multi-Display High-Speed High-Definition Stable Network
Multifunction Super-Speed Connectivity Collaboration USB Ports Video & Audio Connection

THUNDERLIGHT DOCK M Thunderbolt 5 Multifunctional
Docking Station with M.2 PCle 4x4 SSD Slot

PID: WL-UTDS9-M

e 1*Thunderbolt™ 5 UFP provides 80Gbps data transfer, 120Gbps bandwidth video transfer, 140W instant
charging for the USB-C |laptop

e 3*Thunderbolt™ 5 DFP provide 80Gbps data transfer, dual 8K@60Hz or triple 4K@144Hz display at 120Gbps bandwidth,
one of them supports 30W instant charging for the downstream devices

e 1*M.2 PCle 4x4 slot is compatible with 2280 M-key SSDs, and provides 64Gbps transfer speed

e 41*USB-A transfer speed up to 10Gbps, and compatible with USB 3.0/2.0

e 1*RJ45 Ethernet provides efficient transfer, low-latency game experience, stable wired network

e 1*UHS- Il SD/Micro SD card reader transfers high-definition video and vivid images at 312MB/s,
and compatible with UHS- | devices

e 1*Combo 3.5mm mic/headphone jack for clear audio in and out
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The Latest Thunderbolt™ 5 Docking
. Station for Supreme Desktop Expansion
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ra-Fast Charging®..

80Gbps Lightning-fast D
Os 15s

Thunderbolt 4
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High-definition Image/ ’ Smooth and Efficient Cooling System
Video Transfer Stable Ethernet

Universal Periphe-
rals Connect
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Thunderbolt™ 5 Triple Display Dock, 140W & 30W Charging, Support M Key PCle NVMe M.2 SSDs

Based on Intel Thunderbolt 5 Solution / Driverless, Plug & Play

o 80/120 LE 4 )
(Gbps 140W)
4K iy
3x |144Hz 30W
(8K | (2.5G )
1x | 60Hz (o]
sD BE& Audin
TF '
(ssD
(08
—

e

/

Thunderbolt™ 5 Triple Display Dock, 140W & 30W Charging

Based on Intel Thunderbolt 5 Solution / Driverless, Plug & Play

4 80/120 LE 4 \\
Gbps 140W
&3

3x J0W
BK 2.5G
AR
SD Audio
TF ;
N sy

F4 Thunderbolt
PID: WL-UTD58-M

1x Thunderbolt 5 Port to Host m

2xDownstream Thunderbolt 5 Ports(80Gbps, Video) y -
Ax USB-A (10G)
1x SD/Micro SD 4.0 Card Slot

1x 2.5 Gigabit Ethernet

1x 3.5mm Combo Audio

1x DC IN 20V

1x Power ON/OFF Switch

1x M.2 64G Port (PCle Gen 4 x4 M.2 SSD)

Thunderbolt™ 5 Triple Display Dock, 140W Charging, Support M Key PCle NVMe M.2 SSDs

’jmThunderbolt"

PID: WL-UTD38

1x Thunderbolt 5 Port to Host :

1x Downstream Thunderbolt 5 Port(PD30W, 80Gbps, Video)
4x USB-A (10G)

1x SD/Micro SD 4.0 Card Slot
1x 2.5 Gigabit Ethernet

1x 3.5mm Combo Audio

1x DC IN 20V

1x Power ON/OFF Switch

Based on Intel Thunderbolt 5 Solution / Driverless, Plug & Play ’/‘"Thunderbolf'
4 D
80/120 14 PID: WL-UTD62
(8K AK ) 1x Thunderbolt 5 UFP R R
2x | 60Hz / 144z 2x Thunderbolt 5 DFP Vi 1)
— TEE 2x HDMI 2.1 ;9 | '
. 54051 o 4x USB 3.1-A 10G i " 8
e R 1x 2.5G Ethernet | h
SDBRl [ SSD 1x SD/Micro SD 4.0 1!
—— 1x 3.5MM Audio 26
Apcho 1x M.2 64G Port (PCle Gen 4 x4 M.2 SSD) =
\ P
Thunderbolt™ 5 Thunderbolt™ 5 External Storage
Based on Intel Thunderbolt™ 5 External Storage / Driverless, Plug & Play ’jmThunderbolt”
2 h PID: WL-UTE50 W |
1x Thunderbolt™ 5 External Storage =
(1T/2T/4T/8T) '-
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Optional Accessory for Thunderbolt™ 5 Docking Station and Hub

Thunderbolt 5 Cable
Certified by Intel

PID Length Data Transfer
WS-T5C3P 30cm 80Gbps
WS-T5C8P 80cm 80Gbps
WS-T5C10P 100cm 80Gbps

r‘mThunderbolt'"

Thunderbolt™ 4 Triple Display Docking Station with 96W & 30W Charging

Certified by Intel / Based on Thunderbolt 4 & MST Solution / Driverless, Plug & Play

4 )
40 i 4
Gbps 96W
‘ 4K if \
3x |60Hz 30W
8K 2.5G
1x‘GOHz [l
sD &L Audio
TF 'R}
e i,

PID: WL-UTD45

1x Thunderbolt 4 Port to Host

1x Thunderbolt 4 Port (Downstream)
2x HDMI 2.1

1x USB-C (10G, PD 30W)

Ax USB-A (2x 10G, 2x 5G)

1x SD/Micro SD 4.0 Card Slot

1x 2.5 Gigabit Ethernet

1x 3.5mm Combo Audio

1x DCIN 20V

1x Power ON/OFF Switch

1x Thunderbolt 4 Cable (2.6ft/80cm)

F4 Thunderbolt

e

TR RN,

Thunderbolt™ 4 Dual Display Docking Station with 96W & 30W Charging

Certified by Intel / Based on Thunderbolt 4 / Driverless, Plug & Play

40 ¥
Gbps Q6W
4K i
2x | 60Hz 30W
BK 2.5G
1x | 60Hz [l
sD B& ﬁ.l.ldiﬂ
4.0 B ‘n

PID: WL-UTD43
1x Thunderbolt 4 Port to Host

3x Thunderbolt 4 Ports (Downstream)

4x USB-A (2x 10G, 2x 5G)

1x SD 4.0 Card Slot

1x 2.5 Gigabit Ethernet

1x 3.5mm Combo Audio

1x DCIN 20V

1x Power ON/OFF Switch

1x Thunderbolt 4 Cable (2.6ft/80cm)

58

F4 Thunderbolt




Thunderbolt™ 4 Quad Display Docking Station with 96W Charging

Certified by Intel / Based on Thunderbolt 4 & DisplayLink Solution / Highest Spec. Available in Global Market

i 5 PID: WL-UTD41 "_Thunderbolt‘

1x Thunderbolt 4 Port to Host

3x Thunderbolt 4 Ports (Downstream)
2x DisplayPort 1.2 (AK@60Hz)

2x HDMI 2.0 (AK@60Hz) T
Ax USB-A (2x 10G, 2x 5G)
1x SD 4.0 Card Slot

a
Gb

&

NS A

] ‘gx\ 30
(+)]
S| (2w
& &

2.5G D L&
R sotH 1x 2.5 Gigabit Ethernet
YT 1x 3.5mm Combo Audio
n 1x DCIN 20V
Ly 1x Power ON/OFF Switch
W £ 1x Thunderbolt 4 Cable (2.6ft/80cm)
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Thunderbolt™ 4 Hub with Dual Display & 90W Charging

Certified by Intel / Based on Thunderbolt 4 Solution / Driverless, Plug & Play / Aluminum Alloy Shell with Slim Design

4 N\
(40 (%
Gbps) (90w, PID: WL-UTD49T
(AK (8K 1x Thunderbolt 4 Port to Host
2x |60Hz | 1x |60HZ

- [ 1x DC IN 20V

3x Thunderbolt 4 Ports (Downstream)
1x USB-A (10G, 15W)

1x Thunderbolt 4 Cable (2.6ft/80cm)

F4 Thunderbolt

Optional Accessory for Thunderbolt™ 4 Docking Station and Hub

Thunderbolt 4 Cable
Certified by Intel

7 5 PID Length Data Transfer
WS-T4C5P 50cm 40Gbps
40 ¥
100W WS-T4C7P 70cm 40Gbps
WS-T4C8P 80cm 40Gbps
X 2 WS-T4C10P 100cm 40Gbps
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Thunderbolt™ 3 Dual Display Docking Station

PID: WL-UTD21, WL-UTD23
Certified by Intel !‘ Thunderbolt

Thunderbolt 3 Port to Host

2x DP (Single 8K@30Hz or dual 4AK@60Hz)
65W Power Delivery

10Gbps Data Transfer

Gigabit Ethernet

Combo Audio

DCIN 20V

Thunderbolt™ 3 Cable (2.3ft/70cm)

DP to HDMI Adapter 4AK@60Hz (Optional)

PID: WL-UTDO1, WL-UTDO3

Certified by Intel

DP (4K@60Hz)

85W Power Delivery

5Gbps Data Transfer

SD/Micro SD 3.0 Card Slot

Gigabit Ethernet

Combo Audio

DCIN 20V

Thunderbolt™ 3 Cable (2.3ft/70cm)

DP to HDMI Adapter 4AK@60Hz (Optional)

E‘Thunderbolt"

’j_Thunderbolt”

PID: WL-UTDO04, WL-UTDO5

Certified by Intel

2x DP (4K@60Hz)

5Gbps Data Transfer

Gigabit Ethernet

Thunderbolt™ 3 Cable (1.6ft/50cm)

DP to HDMI Adapter 4K@60Hz (Optional)

Optional Accessory for Thunderbolt™ 3 Docking Station and Display Adapter

Thunderbolt 3 Cable "Thunderbolt"
Certified by Intel

DisplayPort to HDMI Adapter
4K@60Hz

PID Length Data Transfer
WS-TC5P 50cm 40Gbps
WS-TC7P 70cm 40Gbps

WS-TC10P 100cm 20Gbps
WS-TC18A 180cm 40Gbps

PID: WL-CAHS
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THUNDERBOLT™ 3 to Dual Display Adapter

PID: WL-UTA21D

Certified by Intel

Thunderbolt 3 Port to Host

2x DP (Single 8K@30Hz or dual 4K@60Hz)
Thunderbolt 3 Cable(1.6ft/50cm)
Driverless,Plug and Play

DP to HDMI Adapter 4AK@60Hz (Optional)

’jmThunderboIt'"

PID: WL-UTAO01D, WL-UTA02D

Certified by Intel

Thunderbolt 3 Port to Host

2x DP (AK@60Hz)

Thunderbolt 3 Cable(1.6ft/50cm)
Driverless,Plug and Play

DP to HDMI Adapter AK@60Hz (Optional)

’jl_Thunderbolt”

PID: WL-UTAO1H, WL-UTAO2H ’jmThunderboIt

Certified by Intel

Thunderbolt 3 Port to Host

2x HDMI (4K@60H?z)
Thunderbolt 3 Cable(1.6ft/50cm)
Driverless,Plug and Play

THUNDERBOLT™ 3 to M.2 NVMe SSD Enclosure

Certified by Intel / World’s First Thunderbolt™ 3 to NVMe SSD Enclosure

’/‘I“Thunderbolt”
PID: WL-UTE01, WL-UTE02

Certified by Intel

Special Design for Apple Users

Up to 40Gbps Data Transfer
Compatible with M.2 NVMe SSD 2280
Support up to 2TB Capacity SSD
Driverless, Plug and Play

1x Thunderbolt 3 Cable (1.6ft/50cm)
SSD is Not Included

Note: Wavlink supplies high performance 256G/512G/2TB/1TB SSD, pls refer to catalog Page 98.
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USB4 40Gbps to M.2 NVMe Dual SSD Enclosure ( Tool Free)

PID: WL-ST406C

Up to 40Gbps Data Transfer

Based on ASMedia USB4 Solution / The True USB4 to NVMe SSD Enclosure

Compatible with M.2 NVMe SSD 2230/2242/2260/2280

Support up to 41B Capacity SSD

Buit-in Fan for Better Heat-dissipation

CNC Aluminum Enclosure

Groove Design with Efficient Heat Dissipation

Continuous High-Speed Performance
Tool Free Design, Friendly to Use
Driverless, Plug and Play

1x USB 4 Cable (1.6ft/50cm)

SSD is Not Included

USB4 40Gbps to M.2 NVMe Dual SSD Enclosure ( Tool Free)

&) »

o1G

SSD
Tii=mE

Based on ASMedia USB4 Solution / The True USB4 to NVMe SSD Enclosure

PID: RapidFire U4D

Up to 40Gbps Data Transfer

USB4 to 2x M.2 PCle 4.0x 2 NVMe
Support 2230/2242/2260/2280 Size SSD
Continuous High-speed Performance
Built-in Fan for Better Heat Dissipation
Driverless, Plug and Play

Support OTG, Offline Cloning
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USB4 80Gbps M.2 NVMe Dual SSD Enclosure for Mac Mini Host

PID: ProDock M52

2x M.2 PCle NVMe SSD Slots
1x HDMI2.1 (8K@60Hz)

3x USB-A 10Gbps

2x USB-C 80Gbps

1x SD/Micro SD 4.0

1)

=Y Y

-

PID: ProDock M42

2x M.2 PCle NVMe SSD Slots
1x HDMI2.1 (8K@60Hz)

1x USB-C 40Gbps

1x USB-C 20Gbps

3x USB-A 10Gbps

1x SD/Micro SD 3.0

PID: ProDock M12

2x M.2 PCle NVMe SSD Slots

1x HDMI2.1 (AK@144Hz/8K@30Hz)
1x USB-C 10Gbps

1x USB-A 10Gbps

3x USB-A 5Gbps

1x SD/Micro SD 3.0
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USB4 40Gbps Type-C Dual HDMI Display Docking Station with 85W Charging

Based on Intel USB4 Solution / Driverless, Plug & Play / Aluminum Alloy Shell with Slim Design

4 )

PID: WL-UMD4403

85W
2x 1x 1x USB4 Port to Host

1x HDMI 2.0 (1x 8K@30Hz)

HDMI Giga 1x HDMI 2.0 (1x 4AK@60Hz)
=) 1x USB-C (10G)
(10 ErTa 6x USB-A (2x 10G, 2x 5G, 2x 480Mbps)
= (o] 1x Gigabit Ethernet
\ j 1x USB-C PD IN 100W

USB4 40Gbps Type-C Dual Display Docking Station with 100W Charging

USB4 Dock with SSD Enclosure Supporting NVMe Protocol/ PD 100W Pass Through Charging

\\ PID: WL-UMD4406

1x USB-C Port to Host

2x DisplayPort 2.1 (8K@60Hz)
2x USB4 40Gbps Ports

1x USB-C 20Gbps Port

1x M.2 20G Port

(PCle Gen 3 x4 M.2 SSD)
100W Power Delivery

/r—wr—w

/ \ PID: WL-UMD4407
L4 SSD 1x USB-C Port to Host
100W tiCw}
2x HDMI2.1 (8K@60Hz)
8K ) (AK 2x USB4 40Gbps Ports
1x | 60Hz | 3x |144Hz 1x USB-C 20Gbps Port
1x M.2 20G Port
40 20
2x | Gbps| 1x | Gbps (PCle Gen 3 x4 M.2 SSD)

\_ ) u._.a/ 100W Power Delivery

USB4 40Gbps Type-C Docking Station with 100W Charging

e

PID: WL-UMDA401 PID: WL-UMDA402

1x USB-C Port to Host 1x USB-C Port to Host

2x HDMI 2.1 (8K@60Hz/4K@144Hz) 2x DisplayPort (8K@60Hz/4K@ 144H7)
2x USB4 40Gbps Ports 2x USB4 40Gbps Ports

2x USB-A 10Gbps Ports 2x USB-A 10Gbps Ports

1x 5G Ethernet 1x 5G Ethernet

1x SD/Micro SD 4.0 1x SD/Micro SD 4.0

1x TRRS 4-pole phone jack 1x TRRS 4-pole Phone Jack

100W Power Delivery 100W Power Delivery
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World’s Highest Spec.

DisplayLink Universal Dock

4 ™
Ef  2.5G
1oow) |
8K | ¥ (4K
2x |60Hz | 3x | 60Hz
10 Audio
Gbps '
. v
' N
TARES
1q0w) | HM
10 4K
7x | Gbps | 2x | 60Hz
AI.IC“G spD EX
' TF
\ /

PID: WL-UG75PD53%-3H2D

1x USB-C Port to Host
2xDP 1.4

3x HDMI 2.0

2x USB-C (10G)

3x USB-A (10G)

1x 2.5 Gigabit Ethernet
1x 3.5mm Combo Audio
1x DC IN 20V

1x Power ON/OFF Switch

PID: WL-UG75PD7-H

1x USB-C Port to Host

2x HDMI2.1

Ax USB-A (10G)

3x USB-C (10G)

1x 5G Ethernet

1x SD/Micro SD 4.0

1x 3.5mm Combo Audio
1x DCIN 20V

1x Power ON/OFF Switch
140W Power Delivery

[ S pisplayLink DL-7400
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DisplayLink USB-C /A

Four Display Docking Station with 100W

[ S bisplayLink DL-7400

PID WL-UG75PD1-4D2 WL-UG75PD1-DH WL-UG75PD1-4H
Vv Vv
DisplayPort (x4, Dual 8K@60Hz) (x2, Dual 8K@60Hz) \
V Vv
HDMI \ (x2, AK@60Hz) (x4, 4K@60Hz)
USB-A V(x3, 10Gbps) V(x3, 10Gbps) V(x3, 10Gbps)
USB-C V(x2, 10Gbps) V(x2, 10Gbps) V(x2, 10Gbps)
8K@60Hz/
V V
4K@120Hz \

RJ45 Ethernet

V(1/2.5/5Gbps)

Vv(1/2.5/5Gbps)

V(1/2.5/5Gbps)

SD/TF 4.0 V Vv Vv
Audio V v V
PID WL-UG75PD3-4D WL-UG75PD3-DH WL-UG75PD3-4H
_ Vv V \
DisplayPort (x4, Dual 8K@60Hz) (x2, Dual 8K@60Hz)
Vv Vv
HDMI \ (x2, 4K@60Hz2) (x4, 4K@60Hz2)
USB-A V(x3, 10Gbps) V(x3, 10Gbps) V(x3, 10Gbps)
USB-C V(x2, 10Gbps) V(x2, 10Gbps) V(x2, 10Gbps)
8K@60Hz/
4K@120Hz ¥ ¥ \
RJ45 Ethernet V(1/2.5/5Gbps) V(1/2.5/5Gbps) V(1/2.5/5Gbps)
SD/TF 4.0 \ \ \
Audio V v V




DisplayLink USB-C /A Triple Display Universal Docking Station with PD Charging

10Gbps

PID: WL-UG69PD25

1x USB-C Port to Host

2x DP 1.2 + 3x HDMI 2.0

1x AK@60Hz or 3x 4K@60Hz
4x 10Gbps USB-A

2x 10Gbps USB-C

100W Power Delivery
Gigabit Ethernet

Combo Audio

PID: WL-UG63PD25

|

|

|

| 1x USB-C Port to Host

| 2xDP 1.2 + 3x HDMI 2.0
|  1IxAK@60Hz + 2x 2K@60Hz
| 4x10Gbps USB-A

| 2x 10Gbps USB-C

| 100W Power Delivery
Gigabit Ethernet

| combo Audio

|

PID: WL-UG69PD12 1I0Gbps

1x USB-C Port to Host B
Ax DP 1.2 + 4x HDMI 2.0

Ix 5SK@60Hz or 4x 4AK@60Hz |

1x 10Gbps USB-A

3x 5Gbps USB-A

1x USB-C PD 30W Charging
100W Power Delivery

PID: WL-UG69PD13/Pro

1x USB-C Port to Host

2xDP 1.2 + 3x HDMI 2.0
IxAK@60Hz or 3x AK@60Hz
2x 10Gbps USB-C

3x 5Gbps USB-A

65W/100W Power Delivery

2.5Gbps LAN Gigabit Ethernet
312MB/s SD/TF 4.0 SD/TF Card Slot
Combo Audio Combo Audio

PID: WL-UG63PD13/Pro

1x USB-C Port to Host

2x DP 1.2 + 3x HDMI 2.0

Ix AK@60Hz + 2x 2K@60HZ
2x 10Gbps USB-C

3x 5Gbps USB-A
65W/100W Power Delivery
Gigabit Ethernet

SD/TF Card Slot

Combo Audio

PID: WL-UG69PD24

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

| 1x USB-C Port to Host
| 2xDP1.2+1xHDMI 2.0
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

1x AK@60Hz or 3x 4AK@60Hz
4x 5Gbps USB-A
100W Power Delivery
Gigabit Ethernet
Combo Audio

PID: WL-UG63PD24

1x USB-C Port to Host

2x DP 1.2 + 1x HDMI 2.0

Ix AK@60Hz + 2x 2K@60Hz
Ax 5Gbps USB-A

100W Power Delivery
Gigabit Ethernet

Combo Audio
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DisplayLink USB-C /A Dual Display Universal Docking Station with 100W Charging

PID: WL-UG69PD1M Pro

1x USB-C Port to Host

2xDP 1.2 + 2x HDMI 2.0

Ix AK@60Hz or 2x AK@ 60Hz
100W Power Delivery
10Gbps Data Transfer
Gigabit Ethernet

Mic In + Audio Out

PID: WL-UG63PD1M Pro

1x USB-C Port to Host

2x DP 1.2 + 2x HDMI 2.0

1x 2K@60Hz or 2x 2K@60Hz
100W Power Delivery
10Gbps Data Transfer
Gigabit Ethernet

Mic In + Audio Out

PID: WL-UG69PD1 Pro

1x USB-C Port to Host

2xDP 1.2 + 2x HDMI 2.0

Ix AK@60Hz or 2x AK@60Hz
100W Power Delivery
5Gbps Data Transfer

Gigabit Ethernet

Combo Audio

PID: WL-UG63PD1 Pro

1x USB-C Port to Host

2xDP 1.2 + 2x HDMI 2.0

Ix 2K@60Hz or 2x 2K@60Hz
100W Power Delivery
5Gbps Data Transfer

Gigabit Ethernet

Combo Audio

PID: WL-UG69PD6

1x USB-C Port to Host

2x DP1.2 + 2x HDMI 2.0
Single 5120x2880@60Hz,
Dual 5120x1440@ 60Hz
or Dual 3840x2160@60Hz
65W Power Delivery
5Gbps Data Transfer
Gigabit Ethernet

Combo Audio

PID: WL-UG69PD5

1x USB-C Port to Host

2x DP1.2 + 2x HDMI 2.0

Ix AK@60Hz or 2x AK@60Hz
65W Power Delivery

5Gbps Data Transfer

Gigabit Ethernet

Combo Audio
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Ergonomic Stand And Integrated Dock.

Powered by DisplayLink / Work with USB-C&A Laptop / DisplayLink
Dock with Ergonomic Stand.

PID: WL-UG69PD18/Pro PID: WL-UG63PD18/Pro

1x USB-C Port to Host, 80W PD 1x USB-C Port to Host, 8OW PD
2x DisplayPort 1.2 (5K@60Hz) 2x DisplayPort 1.2 (2K@60Hz)
2x HDMI 2.0 (4K@60Hz) 2x HDMI 2.0 (2K@60Hz)

1x USB-C(5G) 1x USB-C(5G)

1x USB-A(5G) 1x USB-A(5G)

2x USB-A(480Mbps) 2x USB-A(480Mbps)

1x SD/Micro SD Slot(104MB/s) 1x SD/Mlicro SD Slot(104MB/s)
1x Gigabit Ethernet 1x Gigabit Ethernet

1x 3.5mm Combo Audio 1x 3.5mm Combo Audio




DisplayLink USB-C /A Dual Display Universal Docking Station

5Gbps

PID: WL-UG39DK1, WL-UG39DK4V

1x USB-B Port to Host

Ix HDMI 1.3 + 1x DVI

Ix 2K@60Hz or 2x 2K@60Hz
5Gbps Data Transfer

Gigabit Ethernet

Mic In + Audio Out

Vertical Stand for Dock is Optional

PID: WL-UG39DK7, WL-UG39DKS8

1x USB-B Port to Host
1Ix HDMI 1.3 + 1x DVI

Ix 2K@60Hz or 2x 2K@60Hz

5Gbps Data Transfer
Gigabit Ethernet
Mic In + Audio Out

PID: WL-UG39PD5

1x USB-C Port to Host

2x HDMI + 1x DVI

Ix AK@60Hz or

Ix AK@60Hz + 2x 2K@60Hz
65W Power Delivery

5Gbps Data Transfer
Gigabit Ethernet

Combo Audio

71

PID: WL-UG39PD1

1x USB-C Port to Host

2x HDMI 2.0 + 1x DVI

Ix AK@60Hz or

Ix AK@60Hz + 2x 2K@60Hz
65W Power Delivery

5Gbps Data Transfer
Gigabit Ethernet

Combo Audio



DisplayLink PCle Quad Display Adapter

PID WL-UG7500D-GT WL-UG7500H-GT WL-7500DH-GT
PCle 3.0x4 \' v v
"J(Xfl.), 1!()(2)’
HDMI \ Quad 4K@60Hz Quad 4K@60Hz
. V(x4), V(x2),
DisplayPort Quad 4K@60Hz \ Quad 4K@60Hz

DisplayLink USB-C /A Quad Display Universal Docking Station with 100W & 30W Charging

Powered by DisplayLink / Work with USB-C&A Laptop / Support Windows & MacOS (Includes M1 & M2)

4 )
Y Y PID: WL-UG69PDS8 Pro
100W 20w 1x USB-C Port to Host
AK 4x DisplayPort 1.2 (4AK@60Hz)
4x | 60Hz | 1x | 60Hz 4x HDMI 2.0(4K@60H?z)
1x USB-C (PD 30W)
10 2.5G 4x USB-A (1x 10G, 3x 5G)
[GbP5: L 1x SD/Miicro SD 4.0
' 1x 2.5 Gigabit Ethernet
SD Audio )
1F ﬂ l O 1x 3.5mm Combo Audio
1x DC IN 20V
\_ J 1x Power ON/OFF Switch
4 N\ PID: WL-UG69PD10
n 5 1x USB-C Port to Host
100W 30W Ax DisplayPort 1.2 (5K@60Hz)
Ax HDMI 2.0 (AK@60HZ)
4K 5K 100W Power Delively
4x (60Hz J 1x | 60Hz Ax USB-A(3x5Gbps, 1x10Gbps)
1x USB-C PD 30W Charging
10 2.5G
Gbps @ 1x SD/TF 4.0
— 1x 2.5Gbps LAN
‘Audio’ 1x 3.5mm Combo Audio
TF A 1x DC IN 20V
\ / 1x Power ON/OFF Switch

12



DisplayLink USB-C /A Dual Display Universal Docking Station

PID: WL-UG39DK3

1x USB-B Port to Host

1x HDMI 1.3 + 1x DVI

Ix 2K@60Hz or 2x 2K@60Hz
5Gbps Data Transfer

BC1.2 12W Fast Charging
Gigabit Ethernet

Mic In + Audio Out

Bauhaus Design

5Gbps

PID: WL-UG39DH2

1x USB-A to Host with Fixed Cable (13cm)
Ix HDMI 1.3 + 1x VGA

IxAK@30Hz or

2x 2K@60Hz

5Gbps Data Transfer

SD/Micro SD 3.0 (104Mbps)

Gigabit Ethernet

2-in-1 Combo Design

DisplayLink USB-C /A Dual Display Universal Docking Station with 2.5" HDD Enclosure

Powered by DisplayLink / Work with USB-C&A Laptop / Support the True Sharing Between Two Hosts with Different Systems

1x
15 M R e B
Giga Audio
L A
% J

PID: WL-UG39DK2D

1x USB-B Port to Host

Ix HDMI 1.3 + 1x DVI

Ix 2K@60Hz or 2x 2K@60Hz

6x USB-A (4x 5G, 2x 480Mbps)

1x USB-A (5V 2.4A, 12W Charging)
1x Gigabit Ethernet

1x 3.5mm Combo Audio

1x 2.5” HDD Enclosure

Ix DC IN 20V

1x Power ON/OFF Switch
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DisplayLink Display Adapter DisplayPort, HDMI

F=y

DisplayLink

PID WL-UG7501D WL-UG7501DH WL-UG7501H
USB to Host USB-A/C USB-A/C USB-A/C
PD to Host 85W 85W 85W
DisplayPort 1.2 4 2 -
HDMI2.0 . 2 4
Single Display X 4dK@144Hz X 4dK@144Hz 1Ix dAK@60Hz
_ 1x 4K@144Hz 1x 4K@144Hz
Dual Display + 1x 4K@120Hz + 1x 4K@120Hz 2x 4K@60Hz
S Ox 4K@120Hz 2x 4K@120Hz
Triple Display + 1x AK@144Hz + 1x 4K@60HzZ 3x 4K@60Hz
| 3x4K@120Hz 2x 4K@120Hz
Quad Display +1x4K@144Hz + 2x AK@60Hz 4x AK@60Hz

USB-C Power IN

1x USB-C Power IN

DisplayLink

PID WL-UGG69DH2 WL-UGG63DH2 WL-UGG6902H
USB to Host USB-A/C USB-A/C USB-A/C

PD to Host - - -
DisplayPort 1.2 2 2 -
HDMI2.0 2 2 2

Single Display 1x dAK@60Hz 1x 2K@60Hz 1x 4K@60Hz

Dual Display 2x AK@60Hz 2x 2K@60Hz 2x 4AK@60Hz
Triple Display - - -
Quad Display - - -

USB-C Power IN

Note:

* Work with Thunderbolt 3/4/5, USB4, USB3.0/2.0 Laptop, compatible with Windows and macOS.

* Support duplicated or extended displays on Windows and macOS including M1/M2/M3.

* M1/M2 MacBooks support up to 2 external duplicated or extended displays on Windows and macOS including M1/M?2.
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Ports Solution Wireless Docking Station

World’s First Wi-Fi 6 based Wireless Dock / Connection with Wireless Mode or USB Mode

/'
Audio USB-A
A
Giga 4K
[l ‘ 60Hz
100W 5G
\

~/  100W Host

~

e

PID: WL-WD77PD1

Wi-Fi 6 (5G AX, 1201 Mbps) and USB Mode

Dual 4AK@60Hz Output in WiFi/USB Mode
Content-adaptive Technology and Multi-decoder
Hardware

Works with Windows 10 and Above

2% 5.8G External 3dBi Antennas

3x USB 3.0, 1x 3.5mm Combo Audio, 1x USB-C

Wireless Mode works with Windows only
USB Mode works with both macOS and Windows

Wi-Fi 6 Wireless Dock Dual Display, 100W Power Delivery

World’s First Wi-Fi 6 based Wireless Dock in Mass Production / Connection with Wireless Mode or USB Mode

/ 1x Mode Switch Button

e g

reddot winner 2024

PID: WL-WD76PD1

Wi-Fi 6 Module Supports 5GHz

2x External Omni Directional antennas
Ix USB-C Port to Host

1x HDMI (4K@30Hz)

1x HDMI (1080P @ 60Hz)

1x USB-C (5G, 7.5W)

3x USB-A (5G)

1x Gigabit Ethernet

1x 3.5mm Combo Audio

Wireless Mode works with Windows only

USB Mode works with both macOS and Windows
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Silicon Motion Docking Three Of Five Triple 4K@60Hz Universal Docking With 100W PD IN, 2.5G Ethernet

/ —— r—w\
DP HDMI
x| =] 3x| &
4K | + | 4K
1x | 60Hz | 3x | 60Hz
Ef 2.5G
85W ]
Audio 10
(% | 2x|Gbps

N J

Silicon Motion Docking Three Of Five Triple 4K@60Hz Universal Docking With 130W PD IN, 2.5G Ethernet

' I
DP HDMI
x| =) x| &=
4K | + | 4K
1x | 60Hz | 3x | 60Hz
E’ [ 2.5G
1oow) | ™
Audio 10
(% | 4x|Gbps
o /
' N\
DP HDMI
2X | &= ) x| &=
4K | + [ 4K
1x | 60HZz | 3x | 60HZ
E’ [ 2.5G
1oow) (M1
Audio 10
(% | 3x|Gbps
\ A

PID: WL-UG77PD1

1x USB-C Port to Host

2x DisplayPort 1.4 (AK@60Hz)

3x HDMI2.0 (4K@60Hz)

Select 3 out of 5, supports max. 3x 4AK@60Hz
1x USB-C 10Gbps port

1x USB-A 10Gbps port

2x USB-A 480Mbps ports

1x 3.5mm Audio

1x 2.5G Ethernet

85W Power Delivery

PID: WL-UG77PD2

1x USB-C Port to Host

2x DisplayPort 1.4 (AK@60Hz)

3x HDMI2.0 (4K@60Hz)

Select 3 out of 5, supports max. 3x 4AK@60Hz
2x USB-C 10Gbps port

2x USB-A 10Gbps port

2x USB-A 480Mbps ports

1x 3.5mm Audio

1x 2.5G Ethernet

100W Power Delivery

PID: WL-UG77PD3

1x USB-C Port to Host

2% DisplayPort 1.4 (AK@60Hz)
3x HDMI2.0 (4K@60Hz)
Select 3 out of 5, supports max. 3x 4K@60Hz
2x USB-C 10Gbps port

1x USB-A 10Gbps port

2x USB-A 480Mbps ports

1x 3.5mm Audio

1x 2.5G Ethernet

1x SD/Micro SD 4.0

100W Power Delivery
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ST e 1) el (e BT S EVASTH G R IH (G [« Dual Display 4K@60Hz Universal Docking With 130W DC IN. 2.5G Ethernet

/ - PID: SideShow 686
7% LD=_PI Iy Hc_%"' 1x 6.86" Display Screen
— T 2x HDMI(4K@60Hz)
4K Audio 2x DP (AK@60Hz)
2x(60Hz) | {¥ 2% USB-C 10Gbps
2§ 2.5G) 1x USB-A 10Gbps
100W 2x USB-A 480Mbps
1x SD/Mlicro SD 3.0
o f&ba;g = ‘ (.';lbgs 1x 2.5G Ethernet
— 1x 3.5mm Combo Audio O i m e = D
1x DC IN 130W
100W Power Delivery
% 7

¥, Docking Station Monitoring Centey

Power Staktus

Elpchric currgnt

\ 2.47A

) Zuaiclt \ i B

W A =
Tastal Pogser $

ASSW 1956V

@ e el F

It E5N
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Silicon Motion USB-C /A Dual Display Universal Docking Station

PID: WL-UG76PD2 Pro, WL-UG76PD4 Pro

1x USB-C Port to Host
2x HDMI 1.4

1x 4K@30Hz + 1x 2K@60Hz 5Gbps
100W Power Delivery

5Gbps Data Transfer

Gigabit Ethernet

Combo Audio

Vertical Stand for Dock is Optional

PID: WL-UG49PD1 Pro, WL-UG49PD5 Pro

1x USB-C Port to Host

2x HDMI 1.4 + 1x DVI

Ix AK@60Hz or

IXx AK@60Hz + 1x 4AK@30Hz + 1x 2K@60Hz
100W Power Delivery

5Gbps Data Transfer

Gigabit Ethernet

Combo Audio

5Gbps

PID: WL-UG49DH2 5Gbps

1x USB-A to Host with Fixed Cable
1x HDMI 2.0 + 1x VGA

Ix 4AK@30Hz or

Ix AK@30Hz + 1x 2K@60Hz

|
PID: WL-UG49DK1 |
|
|
|
| 5Gbps Data Transfer
|
|
|
|

1x USB-B Port to Host

1x HDMI 1.4 + 1x DVI

Ix 2K@60Hz or 2x 2K@60Hz
5Gbps Data Transfer

BC1.2 12W Fast Charging
Gigabit Ethernet

Mic In + Audio Out

Bauhaus Design

SD/Mlicro SD 3.0 (104Mbps)
Gigabit Ethernet
2-in-1 Combo Design

Silicon Motion USB-C /A Dual Display Universal Docking Station with 100W Charging

Powered by Silicon Motion / Work with USB-C&A Laptop

a N\ PID: WL-UG76PD5 Pro
70 ) T 1x USB-C Port to Host IOGbpS
Gbps 100W 2x HDMI 2.0
1x AK@60Hz + 1x 4K@30Hz
4K | ¥ [ 4K 1x USB-C (10G)
1x | 60Hz J 1x | 30Hz) Ax USB-A (1x 10G, 2x 5G, 1x 480Mbps)
= Gioa 1x Gigabit Etheirnet
=) [ 1x Combo Audio
1x SD/Micro SD 4.0 (312Mbps)
sD LKL Audio 1x DCIN 20V
TR A 1x Power ON/OFF Switch
N /
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4 A

4K | * [ 4K
144Hz| 3x | 60Hz
S
1% SD
130W TF
% o

Silicon Motion USB-C /A USB3.1 Universal Dual Display Adapter

PID: WL-UG7703DH

1x USB-C/A Port to Host
2x DisplayPort (4AK@60Hz)
2x HDMI (4K@60H2)

PID: WL-UG7704H

1x USB-C/A Port to Host
2% HDMI (4K@60H2)

Silicon Motion Display Adapter Three Of Five Triple 4K@60Hz Universal Adapter With 100W PD IN

Silicon Motion USB-C /A Dual Display Universal Docking Station

PID: WL-UG7701
1x USB-C Port to Host (10Gbps)

2x DisplayPort 1.4 (AK@60Hz) \
3x HDMI2.0 (4K@60Hz)

""“"'—'aw,,:

mﬁ’"""ﬁ

)

95W Power Delivery

Quad 4K Universal Adapter With 140W PD IN

PID: WL-UG7702H

1x USB-C Port to Host (10Gbps)
1x HDMI2.1 (4K@144Hz)

3x HDMI2.0 (4K@60H?z)

130W Power Delivery
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Silicon Motion Display Adapter

2%

4x

4K
30Hz

HDMI

USB-C/USB-A to Quad HDMI Universal Adapter

PID: WL-UG7607

1x USB-C Port to Host
2x AK@30Hz+2x 1080P@60Hz




Silicon Motion Display Adapter

/w\

SiliconMotion

Quad HDMI, Dual HDMI, Single HDMI, Single DisplayPort

Mode+QOthers)

\4K@60Hz/
PID WL-UG7702H WL-UG7703DH WL-UG7704H
USB to Host USB-A/C USB-A/C USB-A/C
HDMI 2.0 4 2 2
Display Port N/A 2 N/A
Single Display 4K§:{;ﬁ;’;m2f§) % 1x4K @60Hz 1x4K @60Hz
4K@144Hz+4K@60Hz(Alt
Dual Display Mode+Another 2x4K @60Hz 2x4K @60Hz
One)&2x4K@60Hz
e 4K@144Hz+2x4K@60Hz(Alt
Tripie Display Mode+Others)&3x4K@60Hz N/A N/A
Quad Display AK@144Hz+3x4K@60Hz(Alt N/A N/A

o )

SiliconMotion
(oo
PID WL-UGT7701 WL-UG7607 WL-UG7602HC WL-UG7601HC
USB to Host USB-A/C USB-A/C USB-A/C USB-A/C
HDMI 2.0 3 4 2 =
Display Port 2 N/A N/A N/A
Single Display 1x 4AK@60Hz 1x 4K@30Hz 1x 4K@30Hz 1x 4K@30Hz
i 2x4K@60Hz/ 1x 4K@30Hz +
Dual Displ 2x AK@60H N/A
ual Display xARgalhz 2x2K@60Hz 2K@60Hz /
Triple Display 3x 4K@60Hz 2x 2K@60Hz + 4K@30Hz N/A N/A
Quad Display N/A 2x 2K@60Hz + 2x 4K@30Hz N/A N/A
Note:

* Based on Silicon Mition solution, work with Thunderbolt 3/4, USB4.0/3.0/2.0 Laptop, comaptible with Windows andmacOS.
* M1/M2 MacBooks support up to 2 external duplicated or extended displays on Windows and macOS including M1/M2.
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PD 3.1 USB-C MST Triple Display Docking Station with 125W Charging

Based on PD 3.1 Technology Supporting PD 140W Pass-through Charging / Driverless, Plug & Play

[
PB LR 4
3.1 [ 125W |
4K 8K
3x | 60Hz | 1x | 30Hz
DP HDMI
Ix| ) 2| =
IO SD ollIE
Gbps TF
\_

PID: WL-UMD26/27
1x USB-C Port to Host

1x DisplayPort 1.4 (8K@30Hz)
2x HDMI 2.1 (8K@30Hz)
125W Passthrough Charging

1x USB-C (10G)
2x USB-A (5G)

1x SD/Micro SD 3.0 (WL-UMD26 Only)

1x Gigabit Ethernet
1x 3.5mm Combo Audio
1x USB-C PD IN 140W
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PD 3.1 USB-C MST Triple Display Docking Station with 125W Charging

Based on PD 3.1 Technology supporting PD 140W Pass-through Charging / Driverless, Plug & Play &
7 N\ PID: WL-UMD28/29 '

e 124 1x USB-C Port to Host

2x DisplayPort 1.4 (8K@30Hz)
1x HDMI 2.1 (8K@30Hz)
125W Power Delivery

1x USB-C (10G)

2x USB-A (5G)

1x SD/Micro SD 3.0 (WL-UMD28 Only)
1x Gigabit Ethernet

1x 3.5mm Combo Audio
I1x USB-C PD IN 140W

reddot winner 2024

e N PID: WL-UMD327

PD 15
3.1 125W 1x USB-C Port to Host
&3
2x | 60Hz

2x HDMI2.0 (4K@60Hz)
HDMI 2x USB-A 10Gbps Ports
1x USB-C 10Gbps Port (With PD IN 140W)

2.5G 1x SD/Micro SD 4.0
Ll ) 3y 1x 2.5G Ethernet

125W Power Delivery

PD 3.1 USB-C SST Single Display Mini Docking Station with 125W Charging

Based on PD 3.1 Technology Supporting 140W Pass-through Charging / Driverless, Plug & Play

PID: WL-UHP3415M

1x USB-C to Host with Fixed Cable (25cm)
1x HDMI 2.0 (AK@60Hz)

=
USB-C 1x USB-C (10G)
— = ] 2x USB-A (1x 10G, 1x 480Mbps)
125W Power Delivery

|25G“‘é 1x USB-C PD IN 140W
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PD 3.1 USB-C SST Single Display Docking Station with 125W Charging

Based on PD 3.1 Technology Supporting 140W Pass-through Charging / Driverless, Plug & Play

)

=1 L4
3.1 125W
AK)  (romn) PID: WL-UHP3415L
=
POz} AT 1x USB-C to Host with Fixed Cable (25cm)
m T 1x HDMI 2.0 (4K@60HZ)
= Gbps 1x USB-C (5G)
2x USB-A (1x 5G, 1x 480Mbps)
lEScmé 125W Power Delivery
1x USB-C PD IN 140W

PD 3.0 USB-C MST Triple Display Docking Station with 100W Charging & Tool-free SSD Enclosure

Hybrid USB-C Dock with SSD Enclosure Supporting SATA & NVMe Protocol / PD 100W Pass-through Charging

- )
15 ssD
100W e lg
4K SD
3x | 60Hz TF G
10 Audio
Gbps 'R
Giga
]
\
a N\
15 ssD
100W | L= g
4K SD
3x | 60Hz TF
10 Audio
Gbps 'R
[ 8K 4K
1x | 30Hz 144Hz|
2.5G
]
R

PID: WL-UMD23M

1x USB-C Port to Host

1x DisplayPort 1.4 (AK@60Hz)
2x HDMI 2.0 (4K@60Hz)

1x USB-C (10G)

3x USB-A (1x 10G, 2x 5G)

1x SD/Micro SD 3.0 (104Mbps)
1x Gigabit Ethernet

1x 3.5mm Combo Audio

1x SSD Enclosure(SATA/NVMe)
1x USB-C PD IN 100W (Pass Through)
1x DC IN 20V

1x Power ON/OFF Switch

@
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PID: WL-UMD23M Pro

1x USB-C Port to Host

1x DisplayPort 1.4 (8K@30Hz/AK@144Hz)
2x HDMI 2.0 (8K@30Hz/AK@144Hz)
1x USB-C (10G)

3x USB-A (1x 10G, 2x5G)

1x SD/Micro SD 3.0(104Mbps)

1x 2.5G Ethernet

1x 3.5mm Combo Audio

1x SSD Enclosure (SATA/NVMe)

1x USB-C PD IN 100W (Pass Through)
1Ix DCIN 20V

1x Power ON/OFF Switch
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PD 3.0 USB-C MST Dual Display Docking Station with 85W Charging

o s ) PID: WL-UMD325
D 1y
3.1 85W 1x USB-C Port to Host
2x HDMI2.0 (AK@60Hz)
! EE—
4K H%VII 1x USB-A 5Gbps Port
o\ okle) x| v 2x USB-C 5Gbps Ports
e 5 1x SD/Micro SD 3.0
1 3x | Gbps 1x Gigabit Ethernet
1x 3.5mm Combo Audio
Giga sp EX 1x USB-C PD IN 100W
L L 85W Power Delivery
- P

10GDbps

PID: WL-UMD323

1x USB-C Port to Host

2x DisplayPort 2.1 (AK@144Hz)
2x HDMI 2.1 (4K@120Hz)
100W Power Delivery

10Gbps Data Transfer

5G Ethernet

PID: WL-UMDO1M Pro

1x USB-C Port to Host

2x DisplayPort 1.4 (AK@144Hz)
1x HDMI 2.0 (AK@60Hz)

100W Power Delivery

10Gbps Data Transfer

Gigabit Ethernet

Combo Audio

PID: WL-UMDO1R Pro

1x USB-C Port to Host

2x DisplayPort 1.4 (AK@144Hz)
1x HDMI 2.0 (AK@60Hz)

100W Power Delivery

5Gbps Data Transfer

SD/Micro SD 3.0 (104Mbps)
Gigabit Ethernet

Combo Audio
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PD 3.0 USB-C MST Docking Station with 85W or 100W Charging

1I0GDbps

PID: WL-UMDO5M Pro

1x USB-C Port to Host

1x DisplayPort 1.4 (AK@144Hz)
2x HDMI 2.0 (4K@60Hz)

100W Power Delivery

10Gbps Data Transfer

Gigabit Ethernet

Combo Audio

5Gbps

PID: WL-UMDOS8

1x USB-C to Host with Fixed Cable (50cm)
1x DisplayPort 1.4 (AK@60Hz)

2x HDMI 2.0 (4K@60Hz)

85W Power Delivery

5Gbps Data Transfer

SD/Micro SD 3.0 (104Mbps)

Gigabit Ethernet

Combo Audio

PD 100W Power Adapter (Optional)

PID: WL-UMD15

1x USB-C Port to Host

2x DisplayPort 1.4 (AK@60Hz)

1x HDMI 2.0 (4K@60Hz)

85W Power Delivery

5Gbps Data Transfer

Gigabit Ethernet

Combo Audio

PD 100W Power Adapter (Optional)

PID: WL-UMDOS Pro

1x USB-C Port to Host

1x DisplayPort 1.4 (AK@60Hz)
2x HDMI 2.0 (AK@60Hz)
100W Power Delivery

5Gbps Data Transfer
SD/Micro SD 3.0 (104Mbps)
Gigabit Ethernet

Combo Audio

5Gbps
PID: WL-UMDO3

1x USB-C to Host with Fixed Cable (50cm)
1x DisplayPort 1.2 (AK@30Hz)

1x HDMI 1.4 (AK@30Hz)

1x VGA (1080p @60Hz)

85W Power Delivery

5Gbps Data Transfer

SD/Micro SD 3.0 (104Mbps)
Gigabit Ethernet

Combo Audio

PD 100W Power Adapter (optional)

PID: WL-UMD22

Ix USB-C Port to Host

2x DisplayPort 1.4 (AK@60Hz)

1x HDMI 2.0 (AK@60Hz)

85W Power Delivery

5Gbps Data Transfer

SD/Micro SD 3.0 (104Mbps)

Gigabit Ethernet

Combo Audio

PD 100W Power Adapter (Optional)
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PD 3.0 USB-C MST Triple/Dual Display Docking Station with 85W Charging

USB-C MST Triple Display Dock

5Gbps 5Gbps
2x HDMI 1.4 (AK@30Hz) 2x HDMI 2.0 (AK@60Hz)
1x VGA (1080P@60Hz) 1x DisplayPort (AK@144Hz)
WL-UMD301 WL-UMD302

1x USB-C to Host with Fixed Cable (25cm)
85W Power Delivery | 5Gbps Data Transfer | SD/Micro SD 3.0 (104Mbps) | Gigabit Ethernet | Combo Audio

5Gbps 1I0Gbps

1x USB-C to Host with Fixed
Cable (25cm)

2x DisplayPort 1.4 (AK@60Hz)
1x HDMI 2.0 (4AK@60Hz)

85W Power Delivery
SD/Micro SD 3.0 (104Mbps)

1x USB-C to Host with
Fixed Cable (25cm)

2x HDMI 2.0 (AK@60Hz)
85W Power Delivery

Combo Audio _ Gigabit Ethernet
2.5Gigabit Ethernet (UMD306), .
Gigabit Ethernet (UMD303)

WL-UMD303 WL-UMD306 WL-UMD309

PID: WL-UMD329

1x USB-C Port to Host

2x Type-C Video with 10Gbps Data port
3x USB-A 480Mbps ports

2x USB-C 10Gbps ports

85W Power Delivery

USB-C MST Dual Display Dock

PID: WL-UHP510C

1x USB-C Port to Host

2x USB-C DisplayPort1.4 (Dual 4AK@60Hz)
85W Power Delivery
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PD 3.0 USB-C MST Dual Display Docking Station with 85W Charging & Ergonomic Laptop Stand

USB-C Dock with Ergonomic Laptop Stand / Driverless, Plug & Play

a N
] Q-
85W <
PID: WL-UMDO07, WL-UMDO7 Pro
4K 4K
2% | 60Hz | 1x | 60HZ 1x USB-C Port to Host
2x HDMI 2.0 (4K@60Hz)
5 SD 2x USB-A (5G)
Gbps 1x SD/Micro SD 3.0 (104Mbps)
F o 1x Gigabit Ethernet
[ Ix USB-C PD IN 100W
— 1x Ergonomic Laptop Stand
N . PD 100W Power Adapter (WL-UMDO7 Pro)

PD 3.0 USB-C MST Dual Display Docking Station with 85W Charging & Ergonomic Laptop Stand

Powered by DisplayLink / USB-C Dock with Ergonomic Laptop Stand / Driverless, Plug & Play

/~ )
14 °
85W <.
PR— PR— PID: WL-UMD17, WL-UMD13
4K 4K
7y | 60Hz | 1x | 60HzZ 1Ix USB-C to Host
2x HDMI 2.0 (AK@60Hz), UMD17
ATm—
SD & 2x HDMI 2.0 (2K@60Hz), UMD13
Gbps 1x USB-C (10G)
" 5x USB-A (3x 10G, 2x 5G)
Giga 3
] 85W Power Delivery
1x USB-C PD IN 100W
e / 1x Ergonomic Laptop Stand
4 A

PID: WL-UHP3426

*
e 1 1x USB-C to Host with Fixed Cable(25cm)

1x HDMI (4K@144Hz)
1x USB-C(10G)

Giga
1x 1444I|$z IE] 2x USB-A(10G)
1x Gigabit Ethernet
e J 1x USB-C PD IN 100W
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USB-C SST Single Display Mini Docking Station with PD Charging

1I0Gbps i
3
60H=z E
PID WL-UHP3415M WL-UHP3415 WL-UHP3414Pro WL-UHP3411 WL-UHP3420
USB-C to Host 10G 10G 10G 10G 10G
PD Charging 125W 85W 85W 85W 85W
HDMI 4K@60Hz 4K@60Hz 4K@60Hz — 4K@144Hz
USB-C Ports 1x 10G 1x 10G 1x 10G 1x 10G 1x 10G
USB-A Ports 1x 10G+1x USB2.0 1x 10G+1x USB2.0 2x 10G 2x 10G 1x 10G + 1x 480Mbps
SD/Micro SD — — — — 3.0
RJ45 Ethernet = — 2.5Gigabit — =
SSD Enclosure — — s —
Power Supply USB-CPD IN USB-CPDIN USB-CPD IN USB-C PD IN USB-C PD IN

5Gbps
60Hz
PID WL-UHP3415L WL-UHP3416 WL-UHP3409 Pro WL-UHP3408
USB-C to Host 5G 5G 5G 5G
PD Charging 125W 85W 85W 85W
HDMI 4K@60Hz 4K@60Hz 4K@60Hz 4K@60Hz
USB-C Ports 1x 5G = = =
USB-A Ports 1x5G+1x USB2.0 3x 5G 3x 5G 2x 5G
SD/Micro SD — 3.0 3.0 —
RJ45 Ethernet = — Gigabit Gigabit
USB-CPD IN v V V V
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USB-C SST Single Display Mini Docking Station with PD Charging

5Gbps
PID WL-UHP3413 Pro WL-UHP3407 Pro WL-UHP3406 WL-UHP3405M Pro WL-UHP3404M

USB-C to Host 5G 5G 5G

PD Charging 100W 85W 60W

HDMI 4K@60Hz 4K@60Hz 4K@30Hz 4K@60Hz 4K@30Hz

USB-C Ports — 1x 5G

USB-A Ports 3x 5G 2x 5G 2x 5G

SD/Micro SD — 3.0 3.0
RJ45 Ethernet Gigabit = Gigabit
Power Supply USB-C PD IN USB-C PD IN USB-CPD IN USB-CPD IN USB-CPD IN

5Gbps
4K
60Hz
PID WL-UHP3403H WL-UHP3403M WL-UHP3402 Qi1 Charger Dock
USB-C to Host 5G 5G 5G 5G
3 60W PD
PD Charging 85W 85W 85W 15W Qil
HDMI 4K@30Hz 4K@60Hz 4K @30Hz 4K@30Hz

USB-C Ports — — — —

USB-A Ports 4x 5G 3x 5G 1x 5G 1x 5G

SD/Micro SD — 3.0 = 3.0
RJ45 Ethernet = =3 = Gigabit
Power Supply USB-C PD IN USB-CPD IN USB-CPD IN USB-C PD IN
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SRz ed T AU =N TR 1eis1s® Hub with Ethernet Port

-mhﬁ

2. 5Gbps 2.5Gbps 1Gbps IGbps IGbps

PID WL-UHP3032G WL-UH3032G WL-UH3031G(C1 WL-UH3031GC WL-UH3031G
USB to Host USB-C 10G USB-C 10G USB-C 5G USB-C 5G USB-A 5G
PD Charging 85W — — — —
USB-C Ports 1x 10G + PD 1x 10G 1x 10G — =
USB-A Ports 2x 10G 2x 10G 1x 10G + 1x 480Mbps 3x 5G 3x 5G
RJ45 Ethernet 2.5 Gigabit 2.5 Gigabit Gigabit Gigabit Gigabit
Power Supply USB-C PD IN USB Bus Power USB Bus Power DC5VIN DC5VIN

USB-C 10Gbps Hub with 4 Ports ST SR OGRS RN | (TH{RS [={-]sM Hub with Card Reader

| B

PID WL-UHP3411 WL-UH30420 PID WL-UH3047RC WL-UH3047R
USB-C to Host 10G 10G USB to Host USB-C 5G USB-A 5G
PD Charging 85W — SD/Micro SD 3.0 3.0
USB-C Ports 4x 10G (1x PD IN) 2x 10G USB-A Ports 3x 5G 3x 5G
USB-A Ports — 2x 10G Power Supply DC5V IN DC5VIN
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USB Multi-port Hub Hub with Fast Charging and Switch

5Gbps
PID WL-UH3076 WL-UH3049
USB-B to Host 5G 5G
USB-A Ports 7x 5G + 7.5W Fast Charging 7x 5G + 7.5W Fast Charging
Switch 7x Switches 4x Switches
Power Supply DC 20V IN DC 12V IN
5Gbps
PID WL-UH3101A WL-UH3073P2 WL-UH3072DA
USB-B to Host 5G 5G 5G
8x 5G 7x 5G 5x 5G
USB-A Ports
2x 5G or 7.5W 12W 2x 5G + 7.5W
Switch = — =
Power Supply DC 12V IN DC 12V IN DC 12V IN
5Gbps
PID WL-UH3042P1 WL-UH3043
USB-B to Host 5G 5G
4x 5G 4x 5G
USB-A Ports
12W —
Switch = —
Power Supply DC5VIN DC5VIN
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USB-C or USB-A 5Gbps Hub With 7x USB Ports

5Gbps
< B =y | = | <= 0 refill " =il 1
PID WL-UH3075C WL-UH3074C1 WL-UH3074C WL-UH3074 WL-UH3075
USB to Host USB-C 5G USB-C 5G USB-C 5G USB-A 5G USB-A 5G
USB-C Ports — 1x 5G — — —
USB-A Ports 7.5 6x 5G 7x 5G 7x 5G 3.5l
Power Supply DC5VIN DC12VIN DC5VIN DC5VIN DC5VIN

USB-A 5Gbps Hub with 4 Ports

5Gbps

PID WL-UH30414 WL-UH30413 WL-UH30412 WL-UH30411 WL-UH30410
USB-A to Host 5G 5G 5G 5G 5G
USB-A Ports 4x 5G 4x 5G 4x 5G 4x 5G 4x 5G
Hub Switch 4x Switchs = = — —
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USB-C MST Display Adapter Quad Display, Triple Display, Dual Display

IR ‘ \
& — ——
PID WL-UMD304 WL-UMD305 WL-UMD307 WL-UMD308
USB to Host USB-C USB-C USB-C USB-C
PD Charging — — — 85W
DisplayPort 1.4 1 1 2 1
HDMI 2.0 2 2 2
VGA 1 — 1 —
Single Display 1x 4K@60Hz Ix AK@60Hz 1x 8K@60Hz 1x 8K@60Hz
Dual Display 2x 4K@60Hz 2x AK@60Hz 2x AK@60Hz 2x AK@60Hz
Triple Display 1x 4K@60Hz +2x 4K@ 30Hz 3x 4K@60Hz 3x 4K@60Hz
2x AK@60Hz
Quad Display 3% AhOI0HZ ; 1x4K@@30Hz _
+1x 1080p@30Hz +1080p@60Hz
USB-C — - = USB-CPD IN
USB-A 2x 480Mbps 3x 480Mbps 3x 480Mbps 3x 480Mbps
PID WL-UMD320 WL-UHP510 Max WL-UHP510C
USB to Host USB-C USB-C USB-C
PD Charging 95W 87W 85W
DisplayPort 1.4 — — 2
HDMI 2.0 2 2 —
Single Display 1x 8K@30Hz 1x AK@60Hz 1x 8K@60Hz
Dual Display 2X 4K@60Hz 2Xx 4K@60Hz 2x4K @60Hz
USB-C USB-CPD IN USB-C PD IN USB-C PD IN

Note:

* Based on USB-C MST solution, work with Thunderbolt 3/4, USB4, USB-C Laptop, comaptible with Windows and macOS.
* M1/M2 MacBooks will only support 1 external duplicated or extended display due to the laptop limitation.
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USB to Display Adapter DisplayPort, HDMI, DVI and VGA

PID: WL-C2PD2 PID: WL-C2PD1 PID: WL-UG17V2
USB-C to DisplayPort USB-C to DisplayPort USB-A to DisplayPort
8K@60Hz AK@60Hz 1520*1080@60Hz

PID: WL-UG5501H

USB-A to HDMI
AK@60Hz

PID: WL-UG3501H

USB-A to HDMI
2K@30Hz

PID: WL-UG3501HC

USB-C to HDMI
2K@60Hz

PID: WL-UG35H5 PID: WL-UG17H2 PID: WL-C2HF4
USB-A to HDMI USB-C to HDMI USB-C to HDMI
2K@60Hz 1920x1080@60Hz AK@60Hz

PID: WL-UG3501D

USB-A to DVI
2K@60Hz

PID: WL-UG3501DC

USB-A to DVI
2K@60Hz

PID: WL-UG35D4

USB-C to DVI
2K@60Hz

PID: WL-UG35D6

USB-C to DVI
2K@60Hz

PID: WL-UG19D1 | PID: WL-UG17D1 PID: WL-C2VG(C1 | PID: WL-UG321V
USB-A to DVI | USB-A to DVI USB-C to VGA | USB-A to VGA
2K@60Hz 1920*1080@60Hz 1920*1080@60Hz 1080P
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USB Ethernet Adapter

World First

USB-C 10GbE Adapter
Powered by Realtek

Coming Soon

ke

PID: WL-NWU344G

USB3.2 GEN2 to 10G
Ethernet

PID: WL-NWU340G
USB-C to 5G Ethernet

PID: WL-NWPO004
PCl Express 10GbE Adapter

10G, 3G, 2.5G and Gigabit

PID: WL-NWU342G/WL-NWU343G PID: WL-NWU340GD
TBT 3 to 10G /USB3.2 GEN2*2 to 10G USB-C to 5G Ethernet
with PD 100W

PID: WL-NWU330GD

USB-C to 2.5G Ethernet
with PD 100W

PID: WL-NWU331GC PID: WL-NWU332GC
USB-C 3.0 to 2.5G Ethernet USB-C 3.0 to 1G Ethernet

PCle Ethernet Adapter 10G,5G, 2.5G and Gigabit

PID: WL-NWP003
PCI Express 5GbE Adapter

PID: WL-NWPO002 PID: WL-NWP001
PCIl Express 2.5GbE Adapter PCl Express 1GbE Adapter

4+
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USB Print Server USB Wireless and Wired Print Server

PID: WL-NU516U1 e ——

Wireless USB2.0 Printer Server ¢ o

I
|
PID: WL-NU88MA44 |
| Wireless & Wired Mode
|
|
I
|

Wireless 4 Port USB 2.0
Printer Server

4Ax USB2.0

1x 100Mbps Ethernet In

Support WPS Function
1x 100Mbps Ethernet In
1x 100Mbps Ethernet Out

PID: WL-NU88MA41

PID: WL-NU78MA41 PID: WL-NU72P11

Wired USB 2.0 Printer Server
1x 100Mbps Ethernet Port

@

USB KVM Switch 1x HDMI 2.1, One Select Button for Easily Switching Between Two Notebooks

PID: WL-UHP3431

2x USB-C to Host

1x HDMI2.1 (8K@60Hz/AK@144HzZ)
3x USB-A 2.0

1x USB-C 5V Power IN

Dual Host Sharing

Wired USB 2.0 Printer/Network
Server 1x Gigabit Ethernet Port

Wired USB 2.0 Printer/Network Server
1x 100Mbps Ethernet Port

PID: WL-DVS01G3

1xFull-featured USB-C(Host 1)+1xUSB-C+HDMI IN(Host 2), Dual Host Sharing
1xHDMI 2.1 OUT(4AK@144Hz)+2xHDMI/DP(AK@60Hz)

1xUSB-C 10Gbps, 2xUSB-A 10Gbps
2xUSB-A 480Mbps

PD100W Upstream Charging
DC130W Power IN

1xGigabit Ethernet built-in switch
1x3.5mm Audio in/out

Plug and Play

4x Indepent switching button

PID: WL-UHP3424
2x USB-C to Host

PID: WL-UH30424
2x USB-A to Host

1x DP 1.4 Out 3x USB-A 3.0
(BK@60Hz/4K@ 144Hz)
3x USB-A 2.0 1x USB-C 3.0

1x USB-C 5V Power IN
Dual Host Sharing

1x USB-C 5V Power IN
Dual Host Sharing

I
I
I
I
| 2x USB-A 2.0
I
I
I
I

*Supports keyboard and mouse sharing as well as file transfer between the hosts.
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M.2 PCle NVMe SSD With Capacity 4TB, 2TB, 1TB, 512G and 256G

PCle= 4.0 x4

PID RapidFire880X-4TB RapidFire880X-2TB RapidFire880X-1TB
Capacity 4TB 2TB 1TB
Interface Gen4.0x 4 Gen4.0x4 Gen4.0x4

Form Factor M.2 2280 M.2 2280 M.2 2280
Read Speed 7400Mbps 7400Mbps 7400Mbps
Write Speed 6600Mbps 6600Mbps 6600Mbps

Delizes 3.0 x4

PID WL-Thunderdrive 02 WL-Thunderdrive 01 WL-Thunderdrive 512 WL-Thunderdrive 256
Capacity 2TB 1TB 512G 256G
Interface Gen3.0x4 Gen3.0x4 Gen3.0x4 Gen3.0x4
Form Factor M.2 2280 M.2 2280 M.2 2280 M.2 2280
Read Speed 3300Mbps 3000Mbps 3000Mbps 3000Mbps
Write Speed 3000Mbps 2700Mbps 1300Mbps 1300Mbps

Portable Solid State Storage

PID: WL-RapidFire500/1000/2000
Support USB-C 20Gbps Host Port

Max Read: 2000MB/s and Write: 1900MB/s

3D Nand Flash, Memory Capacity: 512G/1TB/2TB
Support OTG

MagSafe Snap-On SSD Enclosure for iPhone 15 Pro

PID: WL-ST349

MagSafe design perfectly matches iPhone's Magneti back
1x USB-C for connection with iphone and external SSD

1x USB-C PD IN supports PD charging for iPhone

Fit 2280 SSD, max 10Gbps, support SATA/NVME protocol
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SEYEE R[] T IR [H V-  Tool Free NVMe SSD Enclosure

Based on Intel Thunderbolt 5 Solution / SSD Enclosure / Driverless, Plug & Play

a I PID: WL-UTES1
1x Thunderbolt 5 Port to Host
80 sSSsD
IS 1x PCle NVMe M.2 slot
Support PCle 4.0x4 2280 SSD

J

-

USB4 40Gps SSD Enclosure USB4 40Gbps to NVMe SSD Enclosure ( Tool Free)

PID: WL-ST402C

USB4 to Single NVMe SSD Enclosure
with Built-in Cooling Fan

Note: More details, please refer to catalog page 07

USB-C Dual SSD Enclosure

—
PID: RapidFire U4D I|||U WAVLINK
USB-C Port Support Data Transfer Up to 40Gbps Il!

Dual Bay M.2 PCle 4.0 SSD Enclosure
Support 2230/2242/2260/2280 SSD
Built-in Heat-dissipation Silicone
Support OTG, Off On Line Clone

M.2 SATA & NVMe Dual Protocol ( Tool Free)

PID: WL-ST348 PID: WL-ST347

Up to 20Gbps Data Transfer Up to 10Gbps Data Transfer

Dual Bay M.2 SSD Enclosure Dual Bay M.2 SSD Enclosure

One Bay Supports M.2 PCle 3.0x4 NVMe One Bay Supports M.2 SATA 1l 6G

One Bay Supports M.2 PCle 3.0x4 NVMe One Bay Supports M.2 PCle 3.0x4 NVMe
Support 2230/2242/2260/2280 SSD Support 2230/2242/2260/2280 SSD
Built-in Heat-dissipation Silicone Built-in Heat-dissipation Silicone
Support OTG, Offline Cloning Support OTG, Offline Cloning

USB 20Gbps to M.2 NVMe Dual SSD Enclosure (Tool Free)

PID: Rapid Fire U2DA
Up to 20Gbps Data Transfer

o I
e 2x M.2 PCle 3.0
2x | SO0ETE Support 2230/2242/2260/2280 SSD
Support OTG
oTG Continuous High-speed Performance
i y Built-in Fan for Better Heat Dissipation

Driveless, Plug and Play
SSD is Not Included
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USB-C Single SSD Enclosure M.2 SATA or NVMe Dual Protocol

PID WL-ST340C WL-ST338C WL-ST238C WL-ST237C WL-ST236C
Interface M.2 M.2 M.2 M.2 M.2
USB-C 10G 10G 10G 10G 10G
NVMe Protocol v v V == =
SATA Protocol V — — V V
SSD Size 2230 /2242 /2260 /2280 2230/ 2242
oTG v V V v V

SATA HDD/SSD Enclosure USB-C 10Gbps, USB-B 5Gbps

-

-

PID WL-ST235C1 WL-ST239C WL-ST235C WL-ST235 WL-ST239
Intreface SATA Il SATA I SATA I SATA I SATA Il
USB 10G 10G 5G 5G 5G
HDD/SSD \' \' v v Vv
Form Factor 2.5" 2.5 2.5" 2.5" 2.5"

oTG Vv Vv Vv v Vv

SATA HDD/SSD Adapter

o o>

USB-C or USB-C to SATA Ill 6G

PID WL-ST345A WL-ST345AP WL-ST345C WL-ST345CP
Interface SATA I SATA I SATA I SATA Il
USB to Host USB-A, 5G USB-A, 5G USB-C, 5G USB-C, 5G

HDD/SSD v v v v
SSD Size 2.5" 25" 2.5 25"
OoTG ) V v V
Power Adapter — DC 12V/2A — DC 12V/2A
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HDD/SSD Storage Dock 5Gbps and Dual Bay

i
—
T
—
]
T—

PID WL-ST334UA WL-ST341U WL-ST336A
Interface SATA I SATA I SATA I
USB to Host USB-B, 5G USB-B, 5G USB-B, 5G

HDD/SSD Vv V V
SSD Size 25" &3.5" 2.5" & 3.5" 2:5" & 3.5"
SD/Micro SD — — 3-0
USB-A — = 2x 5@G, 2x 7.5W
Power Adapter DC 12V/3A DC 12V/3A DC 12V/4A

HDD/SSD Storage Dock 5Gbps and Single Bay

PID WL-ST33UA WL-ST335A WL-ST331A

Interface SATA Il SATA I SATA Il
USB to Host USB-C, 5G USB-B, 5G USB-B, 5G

HDD/SSD Vv v v

SSD Size 2.5" & 3.5" 2.5" & 3.5" 25" &3.5"
SD/Micro SD — 3.0 3.0

USB-A = 2x 5@G 2x 5G
Power Adapter DC 12V/3A DC 12V/3A DC 12V/3A
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SRRV NEE] R @GEO S 100W/130W/140W

PID: WL-G1004C, WL-G1304C, WL-G1404C PID: WL-G1005C, WL-G1305C
USB-C PD 100W GaN Power Adapter USB-C PD 100W GaN Power Adapter
USB-C PD 130W GaN Power Adapter USB-C PD 130W GaN Power Adapter

USB-C PD 140W GaN Power Adapter

*®*

4 4

-~

—
// .
. 2

\ 4

PID: WL-G1004D, WL-G1304D PID: WL-G1005D, WL-G1305D
DC 100W GaN Power Adapter USB-C PD 100W GaN Power Adapter
DC 130W GaN Power Adapter USB-C PD 130W GaN Power Adapter

PD 3.0/3.1 Power Adapter 112WI7TTW, with 1x USB-A Charging Port, 140W, with 1x USB-C Charging Port

PID: WL-P1101

USB-C PD 3.0 112W (100W+ 12W) Power Adapter
USB-C PD 100W to Host
USB-A 12W to USB Device

PID: WL-P701

USB-C PD 3.0 77W (65W+ 12W) Power Adapter
USB-C PD 65W to Host
USB-A 12W to USB Device

PID: WL-G1406

USB-C PD 3.1 140W (140W+ 15W) Power Adapter
USB-C PD 140W to Host
USB-C 15W to USB Device
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Desktop DC Power Adapter 360W/230W/180W/160W/130W/100W

PID: WL-C2301

230W 20V11.5A AC/DC
Desktop Power Adapter

PID: WL-C1801

180W 20V9A AC/DC
Desktop Power Adapter

PID: WL-P3601D

360W 20V18A AC/DC
Desktop Power Adapter

PID: WL-P1301

130W 20V6.5A AC/DC
Desktop Power Adapter

PID: WL-C1001

100W 20V5A AC/DC
Desktop Power Adapter

PID: WL-C1601

160W 20V8A AC/DC
Desktop Power Adapter

Al
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Marine Charger

10x2

WA/ LINK

Battery Charger

Marine Charger

5x3

WA/LINK

é
—
AL, =

PID WL-ICM10D WL-ICM5E WL-ICM5E-5A3
Input 100VAC-120VAC 60Hz
12V/10A Dual Independent 12V/5A Three Independent 6V/4A&12V/2A Single
Output and Simultaneous Outputs and Simultaneous Outputs Output
(Max 240w) (Max 180w) (Max 24w)

Multiple Battery
Types Available

LiFePO4; Lithium; Lead Acid; SLA, AGM: GEL; Calcium

Smart Charging 9-stage Charging
Waterproof Grade IP68
Operating Temperature -20°C to +40°C

Operating Humidity

5% to 95%

Protection Function

Reverse Polarity Protection; Short Circuit Protection;
Overtemperature Protection; Overvoltage Protection

Timer Function

72-hour Timer; 36-hour Timer; 2-hour Timer

Battery Repair Function

A. Battery voltage is 0.6V - 13.2V, 10s of high and low voltage charging is used to determine if
the battery is being repaired:
(1): >15V, the battery will undergo repair charging.
(2): <15V, the battery will enter the charging process.

B. If the battery voltage is above 13.2V, the battery will be charged directly without repairing.
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Yo e B IR Vo LR M E LTI G BT T8 450W, 280W Intelligent Battery Charger

Input Voltage: 100-240V 6A 50-60Hz

Short Circuit Protection/OTP

Frotection; Reverse Polarity Protection

Led Indicate Charging Status  Battery Type:

Size: 304x114x55mm(L*W*H)
LiFePQ4/
Battery Type: Lithium Battery/

Lead Acid Battery

Rated Output Voltage(Vdc) Rated Output Current(A) Rated Output Power(W Max) LCD Indication

6V 10A/20A 225W Yes
12V 10A/20A/35A 450W ves
24V 10A/20A 450W Yes
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